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( PART III --- SECTION 2 ) 
पेटेन्ट कार्यालय द्वारा जारी की गई पेटेन्टों और डिजाइनों से सम्बन्धित अधिसूचनाएं और नोटिस 
Notifirations and Notices Issued by the Patent Office relating to Patents and Designs 


THE PATENT OFFICE 


Telographic address " PATENTOFIC " . 


PATENTS AND DESIGNS 


Patent Office Branch 61, Wallajah Road , Madras-600002 . 


Calcuitn , the 


1992 


The States of Andhra Pradesh , Karnataka , Kerala , Tamil 
nadu and the Union Territories of Pondicherry , Lacca 
dive Minicoy and Aminidivi Ig]onds . 


ADDRESS AND JURISDICTION OF OFFICES OF THE 

PATENT OFFICE . 


Telegraphic address " PATENTOFIS ” . 


The Patent Office has its Head Office at Calcutta and Branch 
Offices at Bombay , Delhi and Madras having territorial Juris 
diction on in zonai bilsis as shown below : 


Patent Office, ( Head Omice ) , " NIZAM PALACE " , 2nd 
M . S . O . Building, Sth , 6th and 7th Floor, 234 / 4 , Acharya 
Jagadish Boşo Road , Calcutt:1- 700 020 . 


Patent Office Branch , Todi Estates, III Floor, Lower Parel 
(West) , Bombay - 400 013. 


Rest of India . 


The States of Gujarat , Maharashtr :1, and Madhya Pradesh , 
and the Union Territories of Goa , Daman and Diu and 
Dadra and Nan Haveli . 


Telegraphic address " PATENTS” . 


Telegraphic andres3 “JATOFFICE ” . 


All Applications , notices, statements or other documents or 
any fees required by the Patonis Act, 1970 or the Patonts Rules, 
1972 will be received only at the appropriate Offices of the 
Patent Office . 


Patent office Branch , Unit No. 401 to 405, II Floor, Muni 
cipal Market Ruilding, Saraswati Marg , Karol Bagh , New 
Delhi- 110005. 


The States of Maryna , Himachal Pradesh , Jammu and 
Kashmir, Pynirh . Rajasthan and Uttar Pradesh And the 
Union Territories of Chandigarh abd Delhi. 


Fees - - The fees may either by paid in cash or may be sent 
by Money Order or Postal order , payable to the Controller at 
the appropriate Offices or by henk draft or cheque, payablo 
to the Controller drawn on a scheduled bank at the place 
where the appropriate office is sitnated . 
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पेटंट कार्यालय 

पटेट कार्यालय शाखा , 

61 , वालाजाह रोड , 
एकस्म तथा अभिकल्प 

मद्रास - 6000002 
कलकसा , दिनांक 7 दिसम्बर 1991 

आन्ध्र प्रदेश , कर्नाटक , केरल , तमिलनाड , राज्य 
पेटंट कार्यालय के कार्यालयों के पते एवं क्षेत्राधिकार 

क्षेत्र एवं संघ शासित क्षेत्र पाण्डिचेरी, लक्षद्वीप 

मिनिकाय तथा एमिनिधिवी द्वीप । 
पंटट कार्यालय का प्रधान कार्यालय कलकत्ते में अधित है तथा 
बम्बई , दिल्ली एवं मद्रास में इसके शाखा कार्यालय है , जिनके 

तार पता - - "पटाफिस 
पादोगिक क्षेत्राधिकार जोन के आशर पर निम्न रूप में प्रदशितः 


पटेट कार्यालय शाखा , टोडी इस्टट 
तीसरा तल , लोअर परल (पश्चिम) , 
बम्बई - 400013 


पंटट कार्यालय (प्रधान कार्यालय ) 
निआम पलेस , दिवसीय बहतलीय कार्यालय 
भवन , 5 , 6 तथा 7वां तल , 
234 / 4 , आचार्य जगदीश बोस रोड 
कलकत्ता - 700020 


गजरात , महाराष्ट्र तथा मध्य प्रदर राज्य 
क्षेत्र एवं संघ शासित क्षेत्र गोआ, दमन तथा 

दीप एवं पादरा और नगर हवेली । 
सार एता --- पेटोफिस " 


भारत का अवशेष क्षेत्र । 


तार पता - -- पटट्स " 


पेटंट अधिनियम , 1970 या स्टेट नियम , 1972 में अपे 
क्षित सभी आवेदन पत्र , सूचनायें , विवरण या अन्य प्रलेख पेटेंट 
कार्यालय के कोल उपर्युक्त कार्यालय में ही प्राप्त किए आयेंगे । 


पेटंट कार्यालय शाखा , 
एकक सं . 401 से 405 . पीपरा तल 
नगरपालिका बाजार भवन . 
सरस्वती मार्ग , करोल बाग , 
नई दिल्ली- 110005 
हरियाणा , हिमाचल प्रदेश , जम्म तथा कश्मीर 
पंजाब , राजस्थान तथा उत्तर प्रदेश राज्य क्षेत्रों 

एवं संघ शामिन क्षेत्र चंडीगढ़ तथा दिल्ली । 
तार पता - - "पटटोफिक " 


शल्क : - शुल्कों की अवायगी या तो नकद की जाएगी अथवा 
उपर्युक्त कार्यालय में नियंत्रक को भगतान योग्ग अनावश अश्या 
डाक आदेश या जहां उपर्यक्त कार्यालय अवस्थित ह ; उस स्थान के 
अनुसूचित बैंक से नियंत्रक को भुगतान योग्य बैंक राफ्ट अथवा 
चैक द्वारा की जा सकती ह । 
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GOVERNMENT OF INDIA 

THE PATENT OFFICE 
PATENTS AND DESIGNS 

CALCUTTA - 700020. 


( 1 ) No. 169288 in Col 1 in page 1064 -- 281 / MAS / 87 . 
( 8 ) No . 169289 in opening of Col .- 1 of page 1065..- 290 / 

Mas / 87. 
( h ) No. 169290 in opening of Col. 2 in page 1065 - 3041 

Mas / 87 . 
(i ) No. 169293 in 2nd Col in page 1066 - 986 / Mas/ 86 . 


CORRIGENDUM 
In the Gazette of India, Part -III, Sec. 2 dated the 28th 
December, 1991 under the headings PATENTS SEALED 
please read the number 168801 as 168001. 


Calcutta . the 04th January 1992 
APPLICATION FOR PATENTS FILED AT THE HEAD 
OFFICE 234 / 4 , ACHARYA JAGADISH BOSE ROAD , 

CALCUTTA - 20 


The clates shown in the crescent brackets arc the dates claimed 

Under Section 135 , of the Patents Act 1970 . 


CORRIGENDUM 
Some of the Serial Nos . of accepted Complete Specifica 
tions with regard to application for Patent Nos stated 
therein are not Published in the Gazette of India, Part -III , 
Sec. 2 dated 21st Sentember , 1991, and those are to be 
read as follows : 
SI. No. of Accepted Complete Specification With respect to 

Application for Patent No . 


19th November 1991 
862 / Cal / 91 Himont Incorporated. Process for the preparation 

of Diethers. 
863 / Cal / 91 Himont Incorporated . Organic phosphites suit 

able as stabilizers and polymer compositions 

comprising them . 
864 / Cal / 91 The Nash Engineering Company. Liquid Ring 

Pumps haviny Rotating Lobe Liners with and 
walls . 


(o gp repas in urina ca 


(a ) No . 169283 in the opening of Col. 1 in page 1061 — 

1011 / Mas/ 86 
( b ) No. 169284 instead of 169283 in Col. 2 of page 1061 

-~- 1022 / Mas/ 86. 
( c ) No. 169285 in opening Col. 1 of page 1063 _ 12. Mas ) 

87 . 
( d ) No . 169286 at bottom of Col 1 in page 1063 — 

148 / Mas / 89 , 
( e ) No . 169287 in 2nd Col. in page 1063 - 256 / Mas / 87 . 


20th November 1991 
865 / Cal / 91 Santanu Roy . A process for making a light 

weight panel for Housing by Incorporation of 
fly - ash, cinders, foam etc. 


- - 
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866 / Cal / 91 Filial Tsentralnogo Aerogidrodinamicheskogo 907 /Del/ 91 Shriram Institute for Industrial Research ., “ A 
Instituti imeni Professora N . Ē . Zhukovskogo and 

polymer alloy" . 
Vseyojuzny Nauchno - Issledovatelsky | Proektno 
Konstruktorsky Institut PO Oborudovaniju Dlya 908 / Del: 91 Council of Scientific 

al Research , - An 
Konditsionirovaniit Vozdukha I Ventilyatsii . Cen 

improved process for 

paration of boron 
trifugal Fan 

trifluoride diethyleth . 
867/ Cal / 91 Microcide, Inc. Disinfecting and sanitizing com 909 /Del / 91 Council of Scientií . 

trial Rescarch , " A 
positions, 

process for the treat 

se hydraulic biners 
868 / Cal /91 Vallourec Industries and Suniitomo Metal Indus 

( cement) and their eagates to make them re 

usable " . 
ries . Assembly arrangement using frustoconicul 
screwthreads for Tubes. 

910 /Del; 91 Council of Scientific & Industrial Research , " A 
869 / Cal/ 91 N . V . Philips Gloeilampenfabrieken . Arrange 

process for enhancing cell bound penicillin acy 
nient for Recording Clock run -in - codewords at the 

lusc activity through permeabilization and subse 
beginning of a track on 

quent stabilization with a cross linking reagent" . 
a Magnetic Recorder 
Cartier . 

911 / Del : 91 Council of Scientific & Industrial Research , " An 
870 / Cal/ 91 Envirex Inc . Apparatus for Dissolution of Gas 

improved process for the munufacture of 
in Liquid . 

cubene " , 
871 / Cal / 91 A . E . Bishon & Associates Pty Limited . Improve - 912 / Del / 91 Council of Scientific & Industrial Research , " A 
ments in or relating to Slotting Machines . 

dovice for automatic supervisory control and data 

acquisilion for remote monitoring and control of 
872 / Cal; 91 Unilever Plc . Synergistic Composition . 

cathodic protection by impressed current techni 

que" . 
22nd November 1991 
873 / Cal/ 91 Texaco Development Corporation . Method for 

26th September 91 
Preparing A Lubricant Additive. 
874 / Cul/ 91 Jatindra Nath Biswas . A device to run a Car 913 . Del ; 91 The Procter & Gamble Co ., Liquid detergent 
on Human Power.. 

coinposition " . ( Convention date 28th September , 

90 ) ( U . K . ). 
251h November 1991 

914 / Del / 91 The Procter & Gamble Co ., “ Polyhydroxy fatty 
875 / Cal /91 Hocchst Aktiengcsellschaft, Process for the 

acid amides in polycarboxylate built detergent" . 
continuous nitration of nitratable Aromatic com 

915 , Del /91 The Procter & Gamble Co ., " Polyhydroxy fatty 
pounds, 

acid amides in zcolite / layered silicate built deter 
876 / Cal/ 91 Hitachi Lte . Surge Suppression in Electric 

gents " . 
Apparatus. 

916 /Del /91 The Procter & Gamble Co ., " Detergent compo 
877 / Cal 91 Hollandse Signaalapparaten B . V . Radar System . 

sitions containing polyhydroxy fatty acid amido 

and alkyl ester sulfonate surfactants" . 
APPLICATIONS FOR PATENTS FILED AT THE 
PATENT OFFICE BRANCH , MUNICIPAL MARKET 917 / Del /91 The Procter & Gamble Co ., “ Polyhydroxy fully 
BUILDING , DIRD FLOOR , KAROL BAGH, NEW 

acid amide surfactants in bleach -containing deter 
DELHI-110005 

geuil compositions" . 


23rd September, 91. 
897 /Del / 91 Udaya Kumar, " Solar genorator". 
898 /Del /91 Royal Ordnanco PLC ., “ A process for manufac 

turing a tubular projectilo " . ( Convention dato 
28th November, 86 ) ( U .K .) & [Divisional dato 

30th November, 1987]. 
899 /Del/91 The Lubrizol Corporation ," Anliemulsion / anti 

foam agent for use in oils” . 
900 / Del / 91 Walter Holzer, " Gas discharge basin for compact 

lamps " . 
901 / Del / 91 L Air liquide, societc anonyme pour l Etude 

Et L exploitation Des procedcs georges claude, 

Process and apparatus for purifying air to hc 
distilled by absorption " , 

241h September 1991 
902 /Del /91 The Gillette Co ., " Safety luzors" . (Convention 

date 11th October , 90 ) ( U . K . ) . 
903 / Del /91 Johannesburg Consolidated Investment Co. Ltd ., 

" Pyrometallurgical process for treating a feed 
material" . 

25th September 1991 
904/Del/ 91 BP Chemicals Ltd ., " Process for the production 

of carboxylic acid anhydrides" . (Convention date 

3rd Oct., 90 ) ( U .K . ), 
905 / Del/ 91 Shriram Institute for Industrial Research ., " A 

polymer alloy " . 
906 / Del / 91 Shriram Insti !uito for Industrial Research ., " A 

polymer alloy , 


918 / Del / 91 The Procter & Gamble Co., “ Polyhydroxy fatty 

acid amide surfactants to enhance enzyme perfor 

mance " . 
919 /Del /91 The Procter & Gamble Co ., " Polyhydroxy fatty 

acid amides in soil release agent-containing deter 

gent compositions . 
920 /Del /91 The Procter & Gamble Co., " Detergent 

containing alkyl sulfato and polyhydroxy fatty acid 

amide surfactants " , 
921 / Del /91 The Procter & Gamble Co ., " Detergent 

compositions with polyhyclroxy fatty acid amide 

surfactant and polymeric dispersing agent" . 
922 / Del/ 91 The Procter & Gamble Co ., " Detergent 

compositions containing polyhydroxy fatty acid 

amide and alkyl benfozene sulfonate" , 
923 /Del /91. The Procter & Gamblo Co., " Detergent 

compositions containing polyhydroxy fatty acid 

amide and alkyl alkoxylated sulfato" . 
924 / / Del /91 The Procter & Gamble Co., " Preparation of 

polyhydroxy fatty acid amides in the presence of 
solvents " . 


925 :Del / 91 The Procter & Gamble Co., " Improved shampoo 

compositions" . 
926 / Del /91 The Procter & Gamble Co ., " Phase transfer 

assisted process for glucamide detergents" . 
927 / Del/ 91 Tho Procter & Gamble Co ., " Improved catalyzed 

process for glucamide detergents " . 
928 /Del / 91 The Procter & Gamble Co ., " Hight catalyst pro 

cess for glucamide detergents " . 
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282 / Bom /91 Integra Switchgear Pvt. Ltd ., Miniature circuit 

broaker switching inecnanismu . 
283 / Bom / 91 S . D . Gogate , Two wheeler vehicle without ducct 

ley support. 
284/ Bom / 91 S . D . Gogule , Back io back seal...g side wlick 

controlled vehicle. 
285 / Bom / 91 Kinetic Engineering Ltu . 
280 / Bom / 91 Hamunta Krishna Josbe 
287/ Bom / 91 Hindustan Lovers Ltd . 


934 /Del/ 9ling vandles tie 


929/ Lel / 91 The Procter & Gimblo Co ., " Polyhydroxy fatty 

acid amides in placenor -containing liquid deier 

gent composition " . 
930 /Del/ 91 The Procter & Gamblo Co ., “ Detergent 

compositions containing alkyl cthoxy Curboxylates 

and poly hydroxy fatty acid amides " . 
931/Del /91 "The Procter & Gamble Co ., “ Detergent 

compostions containing unionic surfactants, poly 

hydroxy fatty acid amides and magnesium . 
932 /Del /91 Tho Procter & Gamble Co ., " Detergent 

compositions containing anionic surfactants , 
polyaydroxy lutty ucid amides and a critically 

selected sudi eubancug agent ” . 
933 / Del/91 The Prcook & wwwuule ( W ., Nonionic surfactant 

systens contamog polyhydioxy fatty acid amides 

and vad or myle ducional nomonic surfactants" . 
934 / Del / 91 The Procter & Gamble Co., " Process for prepar 

ing N - ainyl poyhydroxyamines and fatty 

acid undes Luettusom in hydroxy solvente" . 
935 /Del / 91 ihe erociu . Galble Co., " Process for picpar 

iog N - alkyl poiyhydroxy amines in amine and 
amine /water solvents and fatty acid amides 

theretrom " . 
936 /Del /91 UOP " Isonierization of alkylphenols ". 
937 / Del/ 91 Mobil Solar Energy Corporativn , “ Meland and 

apparatus for forming ditfusion junctions in solar 

substratos " , 
938 / Del / 91 Thc Procter & Gunuble Co., " Composition con 

taining ephediine base and alkyl salicylato for tho 

delivery of ephedrine base in vapor torm " , 
939 / Del /91 Imperial Chemical Industries PLC.. " Chemical 

Procoss " . 
940 /Del / 91 Nacional Resource Development Corporation , 

" Improvements in or relating to driving connec 
tions between two rolatabic bodies " . ( Convention 
dato 1st October, 90 ) (U . K .) . 


716 October 1991 
288 , BOM , 1991 Ftanamant Krishna Joshi, Recovery of a 

high melting point petroleum based micio . 
crystalline wax directly from Vacuum columu 
residues ( known in petroleum Illning industry 
is short residue ) having bigb melting point and 
high wax content obtained from certain petro 
leum crudes in general and Bombay High crue 
in particular , 


289 / BOM / 1991 Ahmedabad Textile luuusty o Research 

Association . Detoxification and purification of 
industrial wasic water (and water souicus ) . 


290 / BOM / 1991 Jagannath Prasad 

Едеrgy Crematoriull }. 


Vishwakarma. 


Sular 


8th October 1991 
291/ air / 1991. TESTY UTETEI BT HITS 

कशवाहा । बल द्वारा चलनेवाले उपकरण से 
का कार्य जैसे पंप , कारिग मशीन थेसिंग करना । 


292 /BOM / 1991 Umakant Jagannath Mahasiabve. A sub 

Merged flow collection chamber or system for 
collecting scwage and waste water und pumping 

out tbo same for further disposal. 
293 / BOM / 1991 Kirloskar Electrodync Ltd . An integrated 

Hydraulic oil leaner , 


27th September 1991 
941 / Del/91 polyech Research , " Process ". 
942 /Del/ 91 Polytoch Research , “ Procosa " , 


294 / BOM / 1991 Madhao Madhusudan Bhuskute . Au im 

proved development profile for cnvelopos. 


9th October 1991 
295 / BOM / 1991 Sano Shrikrishna Kashinath & Director, l. I. T . 

Passive turbine fluid low meter. 


296 / BOM / 1991 Sane Shrikrishna Kashinath & Director , L.I. T . 

Oscillating element / liquid / gas flow meter. 


APPLICATIONS FOR PATENTS FILED IN THE 
PATENT OFFICE BRANCH AT TODE ESTATES , 3RD 
FLR . SUN MILL COMPOUND , LOWER PARÉL ( W ) 

BOMBAY- 13 

The 24th September 1991 
274 / BOM / 91 Ion Exchange ( India ) , Ltd ., Portable on -Lino 

chlorinator for water , 
275 / Bom / 91 Ion Exchange ( India ), Ltd ., Portable on - Lino 

chlorinator for walcr . 
276/ Bom /91 per que hagi prie TO TE JET 779 % 

The 25th September 1991 
277 / Bom / 91 Indian Oil Corporation , Preparation of crystal 

line nay zeolite , 


297 / BOM / 1991 Sane Sbrikrishoa Kashinati & Director, I.I. T , 

A device for on road measurement of fuel eco 
nomy of transport vehicles which illa on liquid 

fuels . 
298 / BOM / 1991 Sane Shrikrishna Kashinath & Director, 1.1. 1 . 

Ball in vortex 978 flow meter, 


299 / BOM / 1991 Harshad Shrikrishna Sane & Sane Shrikrishna 

K , Improved rat trap. 


300 / BOM / 1991 Divyaben Kugurnbhai Dholaria . A modi 

fied dust / waste collector . 


The 26th September 1991 
278 / Bom / 91 ITR Graphic Sygtems Pvt. Ltd ., An improved 

process of composing and printing braillc script, 
279 / Bom / 91 Vinayak Joglekar , An improved ptfe coated 

griddle. 
280 / Bom /91 Garware -Wall R & D , Division, An apparatus 

to make a beaded lead strand . 


10th Octobei 1991 
301/ BOM / 1991 Mohsin Iemailbhai Mansuii, Universal 

sockct head for raw hide / plastic tipped soft 
faced hammers and mallets . 


The 27th September 1991 
281/ Bom /91 Chandrakant Vrajlal Solanki & Trupti H . Solanki, 

Improved self - clamping / self-adjusting ratchet typo 
multi- sized universal spannor /wronch , 


11th October 1991 
302 /BOM / 1991 Vikrant Dye Intermediate P . Ltd ., A modi 

fled process for the manufacture of bon 
acid , 
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303 / BOM / 1991 Signode Corporation Method and appara 

tuş for controlling tension in a strap loop . 
304 /BOM / 1991 Shreenivas Trimbak Karulkar. Vertical by 

railway . 


169868 
(775 / Cal / 1989) Ante dated to August 6 , 1986 . 
169869 
( 774 / Cal/ 1989 ) Antc dated to August 6 , 1986 . 
169870 
( 736 /Cal/ 1989) Ante dated to October 14 , 1986 . 


PATENT OF ADDITION UNDER SECTION 54 
169893 
( 194 / Cal /88 ) Addtion to No. 290 / Cal/ 84 dated May 1, 

1984. 


COMPLETE SPECIFICATION ACCEPTED 


APPLICATION FOR PATENTS FILED AT THE 

PATENT OFFICE BRANCH 
61 , WALLAJAH ROAD , MADRAS -600 002 

14th October 1991 
769 /MAS / 91 T . N . Nagarajan Water purification :21: power 

generation using the force in the sca-waves . 
770MAS /91 Dr. Jose Thaikattil und Mary Shirly T . J. 
Water filter , 

15th October 1991 
771/ MAS/ 91 L . Vijaya kumar , Flexible bad bearing sys 

tem for easy slide. 
772 /MAS91 Theimon Manufacturing Company. Retarding 

heat tracing system and method of making 

same. 
773 /MAS /91 SMS Schloeanann - Siemag Aktiengesellschail. 

Rolling mill stand with arrangements for sup 
porting an upper work roll of the stand . 


Notcrc is hereby given that any person interested in 
opposing the grant of patenty on any of the Applications 
concerned , may, at any ume within four months of the dato 
of this issue or with such further period not exceeding 
one month applied for on Form 14 prescribed under the 
Patents Kulcs, !972 hctoro lhc expiry of the said period 
of four months , given notice to the Controller of Patents 
on the prescribed Form 15 , of such opposition . The written 
stutement of opposition should be filed alongwith tho said 
notice or within one month of its date as prescribed in 
Rule 36 of the Patents Rulcs, 1972. 


ito classifications given below in respect of each speai 
fication are according to Indian Classification and Interna 
tional Classification . 


A limited number of printed copies of the specifications 
listed below will be available for sale from the Government 
of India Book Depot, 8 , Kiran Sunkar Roy Road , Calcutta , 
in due course . The price of cach specificacion is Rs. 27 - 
(postage exta ) . Rcquisition for the supply of the printed 
spucilications should be accompanicd by the number of the 
specifications as shown in the following list. 


16th Octoebr 1991 
774 /MAS /91 Shree Chitra Tiruoal Institute for Medical 

Sciences & Technology . Process for the prepara 

tion of dental cement. 
775 / MAS / 91 Dr. P . Sivaprasad . A process for efficiently 

designed brush made of mouldable plastics for 

removing deposits on water filter candles. 
776 / MIAS / 91 Dr. P . Sivaprasad . A process for a method 

for recycling of cine film processing waste 

solutions of developer and bleaches . 
777, MAS /91 Dr. P . Sivaprasad . A process for non 

destructive method for the detection of plated 

gold jewellary from puro gold jewellary . 
778/MAS / 91 Dr. P . Sivaprasad , A. process for the treatment 

of solid wastes containing cyanidcs from motal. 

lurgical proceeses, 
779 /MAS /91 Mitsubishi Jukogyo Kabushiki Kaisha . Drain 

ago pump. 
780 /MAS / 91 Daihon Corporation . Fabrication method for 

transformers with an amorphous core . 
781/ MA / 91 Cogent Limited . A process for the preparation 

of nucleotide probe . ( February 22 . 1989 ; Groat 
Britain ) (Divisional to Patent Application No, 

141 /MAS / 90 . 
782 / MAS / 91 The University of Melbourne and Australian 

heat and livestock research and development 
corporation. (February 1 , 1989 ; Australia ) 
(Divisional to Patent Application No. 84 /MAS / 
90 ) . 


i yped or photo copies of the specifications together with 
photo copics of the drawings , if any, can be supplied by 
The Patent Office , Calcutta on payment of the proscribed 
copyurg charges which mity bu ascertained on upplicatiou 
to that ottica . Photo copying charges muy be calculated by 
adding the number of pages in the specificution and drawing 
sheets mentioned below against each accopted specification 
and multiplying the same by four to get the charges as the 
copying charges per page are Rs. 47 


स्वीकृत सम्पूर्ण विभिध 
एतद्वारा यह सुचना वी आती है कि सम्बवष भाववनों में 
सं किसी पर पटट अनुदान का विरोध करने के इच्छक कोई 
व्यक्ति , इसके निर्गम की तिथि से 4 महीने या अग्रिम एसी 
अधि जो उक्त 4 महीने की अवधि की समाप्ति के पूर्व पटेट 
fat , 1972 o TEC fateo 147 14 97 stafar ve 
महीने की अवधि से अधिक न हो , के भीतर कभी भी नियंत्रक , 
एकस्व को एसे विरोध की सूचना विहित प्रपत्र 15 पर सकते 
है । विरोध संबंधी लिखित वक्तम्प , उक्त सपना के साथ 
1997 CE FATH , 1972 * HUF 36 # Tut Pater * * * 
तिथि के एक महीने के भीतर ही फाइल किए जाने चाहिए । 


ALTERNATION OF DATE UNDER SECTION 16 
169863 
( 143 / Cal/ 1990 ) Ante cated to Maroh 2 , 1988 . 
169864 
( 80 / Cal / 1990 ) Ante dated to May 6 , 1987 . 
169865 
( 57 / Cal / 1990 ) Anto dated to December 8, 1986 . 
169866 
( 13 /Cal / 1990 ) Ante datod to December 11, 1987 . 
169867 
( 778 / Cal/ 1989) Aote dated to October 8, 1986 . 


" प्रत्येक विनिश के संदर्भ में नीचे दिए वर्गीकरण , भार 
तीय वर्गीकरण तथा अंतर - राष्ट्रीय वर्गीकरण के अनुरूप है । " 

नीचे सूचीगत विनिशों को सीमित संख्यक मुद्रित प्रतियां , 
777247 ore fa font , 8 , faut aja Ty T8 , TT 
में विक्रय हत यथा समय उपलब्ध होंगी । प्रत्येक बिनिश का 
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GMA - 
Y A - 

-- - - - - - - - - -- - - - -- - -- - - 
मुख्य 2/ - रु . है ( अतिरिक्त आक सत्र ) । मुद्रित विनिर्देश 

solution contains not more than about 0 . 1 % of 

water ; and 
को आपूति हत मांग - पत्र के साथ निम्नलिखित सूपी में यथा 

(b ) separating the impregnated support of ( a ) from 
प्रशित विनिव श्रों की संस्था संलान रहनी चाहिए । 

said solution and heating said separated suppoit in 

the presence of molçcular oxygen to produce an 
रूपांकन (पित्र आरमों ) की फोटो प्रतियां यदि कोई हो , के 

active frosh silver catalyst. 
साथ विनिशों की टंकित अथवा फोटो प्रतियों की बाति 

( Complete Specification 26 pages. 

Drawing - Nil ) 
पेटेट कार्यालय , कलकत्ता द्वारा विहित लिप्यान्सरण प्रभार , जिसे 
उक्त कार्यालय से पत्र व्यवहार द्वारा सुनिश्चित करने के उपरांत 

Ind . Cl. ; 92 C , D . 

169853 
उसकी अदायगी पर की जा सकती है । विनिश की पृष्ठ संख्या के 

Int. Cl. : B02 B3 /00 , 
साथ प्रत्यक स्वीकृत विनिश के सामने नीचे वणित चित्र आरख 

An EQUIPMENT FOR DEHUSING OF GRAINS . 
कागजों को ओड़कर उसे 4 से गुणा करके ; ( क्योंकि प्रत्येक पृष्ठ 

Applicant : COUNCIL OF SCIENTIFIC AND INDUS 
का लिप्पान्तरण प्रभार 4 / - रु . ह ) फोदो लिप्यान्तरण प्रभार TRIAL RESEARCH , RAFI MARG , NEW DEL1IL- 110001, 

INDIA , AN INDIAN REGISTERED BODY INCORPO 
का परिकलन किया जा सकता है 

RATED UNDER THE REGISTRATION OF SOCIETIES 
ACT (ACT XXI OF 1860 ) . 

Inventors : UMESH CHANDRA BORAH , DILIP KUMAR 

DUITA & UMAPADA CHOUDHRY . 
Ind . CI. : 92D . 

169831 

Application for Patcnt No. 573 /DEL / 86 filed on 30th 
Int. C1. : A23B -9 / 00 . 

June 1986 . 
A PROCESS FOR COATING SEEDS. 

Complete Specification loft on 28th September 1987. 
Applicant : SOLVAY & CIE , A BELGLAN COMPANY , 
OF 33, RUE DU PRINCE ALBERT, B - 1050 BRUSSE , B, 

Appiopriate office for opposition proccedings ( Rule 4 , 

Patent 
BELGIUM 

Rule 1972 ) Patent Office Branch , New Delhi 

110 005. 
Inventor : IGNACE GAGO, RENE DETROZ. 
Application for Patent No . 937 /Del / 84 filed on 12th 

Claims 2 
December , 1984 . 

An equipment for dehusking of grains which comprises a 
Appropriate office for opposition proceedingo (Ryle 4 , 

hopper ( 1 ) provided with a slide gate connected io tha 
Patent Rule 1972 ) Patent Office Brancha , New Delhi 

fceding end of the upper segment of il segniented shell ( 3 ) , 
110 005 . 

a roller provided inside the wholl having two sets of spiral 
tcoth having two different leads, the first set having a spiral 

of 300 mm , and the other set having a spiral of 800 mm . 
Claims 

the first set of spiral covering 25 % of the roller , the other 

covering 70 % of the roller and remaining bcing without any 
A process for coating seeds characterised by applying to teeth , the lower portion of the shell being provided with 
said seeds an anhydrous liquid coating of a polyester of the a sleve for the removal of husks and a chute for the collec 
kind such as horein described and then cooling and / or dry tion of the husks, un air blower being attached below the 
ing the coatceeds to causo said coating to adhere therc said chute 10 scparate the grain from this husk , the dis 
co , 

charge end of the device being connected to a notor through 

belt and pulley arrangement and the fecding cnd of the 
( Completo Specification – 17 pages, 

Drawing - Ni ) 

device being provided with a flywheel with suitablo handle 
for manual Operation , 


17 


. 


he 


LI 


Ind. Cl. : 40B . 

169852 
Int. Cl. : BOLJ 23 / 50 . 
. PROCESS FOR PREPARING A SUPPORTED SILVER 
CATALYSTS. 

Applicant : THE HALCON SD GROUP, INC., A COR 
PORATION ORGANIZED AND EXISTING UNDER THE 
LAWS OF THE STATE OF DELAWARE , HAVING ITS 
OFFICE AND PRINCIPAL, PLACE OF BUSINESS AT 
2 PARK AVENUE , NEW YORK - 10016 UNITED STATES 
OF AMERICA . 

Inventor ; WILLAM DAVID ARMSTRONG . 

Application for Patent No. 347 /DEL / 85 filed on 23rd 
April 1985 . 

Appropriato office for opposition proceedings (Rule 4, 
Patont Bule 1972 ) Patent Office Branch , Now Delhi 
110 005. 


21 


TH 


Claims 11 
A process for preparing a supported silver catalyst suitable 
for the oxidation of othyleno to ethylene oxide com 
prising; 
( a ) impregnating a support comprising alumina , silica , 

ilica- alumina or combination thereof with a bydro 
carbon solution of a silver salt of a neo -acid , sald 


Drawings - Two shçets ) 


( Provisional Specification — 7 pages 
( Complete Specification — 7 pages ) 
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169854 
Int. C1.4 : C14C 3 /02, 3 /06 , 3/ 22 . 

Title : AN IMPROVED METHOD FOR TREATMENT 
OF LEATHER , 

Applicant : SHRI RAM FIBRES LIMITED , OF EX , 
PRESS BUILDING , 9 , BAHADUR SHAH ZAFAR MARG , 
NEW DELHI- 110 002, INDIA , AN INDIAN COMPANY 

Inventors : VILL BILANU SING . KANNIAH NAIDU 
GOPALA KRISHNA MOORTHY, PUSHPENDAR KUMAR 
KAUSHIK & HARIHARAN SANKARASUBRA 
MANIAN . 

Application for the Patent No . 1045 / DEL / 86 filed on 1st 
December , 1986 . 

Complete Specification left on 18th February , 1988 . 

Appropriate office for the opposition proceedings (Rule 4 , 
Patent Rule 1972 ) Patent Office Branch , New Delhi 
110 005. 


that of the first layer, the two layers boing 
superimposed and forming an interface there 

between ; 
( b ) selectively distributing the following materials in 

the continuous band consisting of said first and 
second binder layers ; 

a first type of noble granules such as herein 
described in the first binder layer, the downward 
penetration of the granules through the second 
Linder layer toward the first binder layer down 
to the exterior or ornamental face thereof being 
accelerated ; 
a second type of poor granules such as heroin 
described in the second binder layar whilo 
Avolding the downward penetration of material 

into the first binder layer ; 
( c ) covering the said continuous band with a layer of 

gole - forming granules which adhere to the band 
surface ; and 


(d ) polymerizing in a known manner , the said band . 
(Complete Specification 16 pagos 

Drawing 1 shect ) 


Claims 6 
Ad improved process for the chemical treatment of animal 
skins and hides to obtain leather by tanning, rechroming, 
Tetanning and dyeing, each of said steps of tanning, re 
chroming. retaining and dyeing being carried out in the pre 
sence of its respective treating liquor characterised by adding 
an aqueous disporsion of microcrystalline polymer as herein 
described , to the said treating liquor such that at least one 
of said stcps of tanning, rechroming , rotanning and dyeing 
is carriet out in the presence of the respective liquor with 
said aques digersion added thereto to improve chrome 
absorption . 


Drawing 1 sheet ) 


( Provisional Specification 4 pages. 
(Complete Specification 39 pages ) . 


Ind , Cl. : 1440 Ago 

169856 
Int. C1.* : CIOM 135 /02 & 135/ 06 . 

A METHOD FOR THE MANUFACTURE OF AN 
EXTREME PRESSURE INDUSTRIAL GEAR OIL . 

Applicant : COUNCIL OF SCIENTIFIC AND INDUS 
TRIAL RESEARCH , RAFI MARG , NEW DELH7- 110001, 
INDIA . AN INDIAN REGISTERED BODY INCORPO 
RATED UNDER THE REGISTRATION OF SOCIETIES 
ACT (ACT XXT OF 1860 ) . 

Inventor : GOPURAM AYYAPPAN PILLAI SIVA 
SANKARAN , RAJ PAL SINGH BHIST . SUMESH KUMAR 
CHHIBBER , VIRENDRA KUMAR BHATTA AND ALKA 
CHAUDHRY. 

Application for Patent No. 1139 /DEL / 86 filed on 24th 
Dec , 1986 . 

Appropriate office for opposition proceedings (Rulo 4 , 
Patents Rules, 1972 ) Patent Office Branch , New Delhi 
110 005 . 


Ind . 61. : 104). 

169855 
Int. Cl. : F040 2 / 00 . 

METHOD MANUFACTURING AGGLOMERATED 
FACING BOARDS . 

Applicant : TIT.EX FRANCE SARL , A FRENCH COM 
PANY, OF 397 , RUE DU FAUBOURG DE TOURNAI, 
39230 SAINT AMAND LES EAUX, FRANCE . 
Inventor : LAURENT YVES BOURGUIGNON , 

Application for Patent No. 718 /DFL / 86 Bled on & th Aug. 
1986 . 

Appropriate office for cpposition proceedings (Rule 4 . 
Patent Rule 1972 ) Patent Ofico Branch , New Delhi 
110 00 % . 


Claims 


A method for the manufacture of an extremo progurt 
Industria ) gear oil which compriane blending a base oil such 
na mineral oil, gulfurised jojoba oil ( 108 sluphur treatinont 
level) and demulsifier selected from an organic copolymer 
in the ratio of base ol 83 - 90 % Jojoba oil 10 - 15 % 1 Outul 
sifier 1000 : 5000 ppm . 
( Complete Spectfication 6 pages ). 


169857 


Ind . Cl. : 32C . 
Int. C1. : C07C 161/ 00 . 


Claims 12 
1 . A method of manufacturing facing boards containing 
herd materials such as stones , granite provisionaly crushed to 
yrannuled or powder and honded by means of synthetic 
rcsins such as hercin descrihed , said facing board being 
intended notably for covering exterior walls of buildings and 
the like, this method being characterised in that it com 
prices the following steps : 
( a ) depositin hinder layers on a conveyor belt to which 

a continuous linear motion is imparted , said belt 
being conte1 hef hard with A Vown scripting 
agent, said layers being as follows : 

a first noble synthetic resin basc binder layer 
such as herein defined , containing aald hard 
materials of which the belt cngaging surface 
is to constitute the exterior or omamental side 
of the facing board ; 
A secondw pool synthetic resin base binder 
layer such herein defined , containing said hard 
materials of which the composition differs from 


AN IMPROVED PROCESS FOR THE SULPHURISA 
TION OF JOJOBA OU FOR USE AS AN EXTREME 
PRESSURE ADDITIVE . 


Applicant : COUNCIL OF SCIENTIFIC AND INDUS 
TRIAL RESEARCH , RAFT MARG , NEW DELHI- 110001, 
INDIA , AN INDIAN REGISTERED BODY JNCORPORA 
TED UNDER THE REGISTRATION OF SOCIETIES 
ACT ( ACT XXI OF 1860 ) . 


Inventors ; VIRENDRA KUMAR BHATIA , ALKA 
CHAUDHRY . RATPAL SINGH BISHT AND GOPURAM 
AYYAPPAN PILLAI SIVASANKARAN . 


1986 . 
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Application for Patent No. 1140 /DEL /86 filed on 24th Dec. Ind . (1, : 128 G . 

169859 
1986 . 

Tot. CM : A61H 1 / 02 & 23 / 02. 
Appropriate oftice for opposition proceedings ( Kule 4 , 
Patents Rules , 1972 ) Patent Office Branch , New Delhi Title : AN ANTISTASIS DEVICE . 
110 105. 

Applicant & Inventor : AVVARI RANGASWAMY, of P . O . 
Claims 3 

Box 426 , 13 Eastern Drive , Littleton , North Carolina 27850 , 

United State of America , a US Citizen , 
An improved process for the sulfurisation of Jojoba oil 
which comprises adding 0 .2 to 26 % by weight of elemental 
sulfur to raw jojoba oil in four steps at a temperature of 

Application for Patent No. 895 /DEL / 86 filed on 07 October 
125°C , 130°C , 160°C and 1800 stirring each time for 
30 mlnutes at the respective temperature , finally heating 
the mixture at 190°C for five minutes, cooling the mixturc 

Completc Specification left on 07 Jan 1988 . 
to 180°C followed by flushing the mixture with air at Appropriuto office for opposition proceedings ( Rulo 4 , 
185°C for 3 hrs . 

Patent Rules 1972 ) , Patent Office Branch New Delhi- 110005, 
( Complete Specification 6 puges ) 

( Claims 13 ) 

An antistasis device comprising : 
Ind . Cl. : 40-B 40F , 

169858 (a ) a sole portion (4 ) comprising a flexible panel ; 
Int. Cl. : B01J 35/00, BOLD 33 /18 . 

(b ) a stocklog (2,3) attackhod to an extending from said 
Title : BED FORMING UNITS WHICH MAY BE PACK 

(a ) a sole portion (4 ) comprising a flexible pane; 
ED TO FORM A BED . 

(b ) a stocking (2 ,3 ) attached to and extending from said 
Applicant : IMPERIAL CHEMICAL INDUSTRIES PLC ., 

sole portion of maid antistasis dovico up and cover 

the calf of the wearer, said stocking closely and 
a British company, of Imperial Chemical House , Millbank , 

resiliently fitting about the calf of a wearer and 
London SWIP 3JF , England . 

having an outside resilient portion ( 2 ) and a spongy 

( 3 ) inner portion ; 
Inventors : TERENCE THISTLETHWAITE , JOHN HER 
MAN HENDRIK TER MATT & PETER JOHN DAVID 

( c ) a base section (6 ) comprising a rigid panel in spaced 
SON , 

relationship to sail sole portion ( 4 ) und 
Application for Patent No. 997 / DEL / 86 filled on 291h 

( d ) compression ( 7 ) means for maintaining said solo 
October 1986 

portion (4 ) and said base section (6 ) in said spaced 

apart relationship for contraction and expansion ; 
Convention dated November 8tb 1985 / 8527663 / U . K . & 
Juno 12th 1986 / 8614297 / U . K . 

2 . .- - - - - 

- -- - - -- 
Appropriate office for opposition proceedings (Rule 4 , 
Patont Rules 1972 ) , Patont Office Branch Now Delhi- 110003. 
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10 Claims 
1. A bed forming units which may be packed to form a 
bod useful as distillation column packings, as absorbents, as 
absorbents and as catalysts , each unit having preferably a 
cylindrical configuration , said unit being comprised of 


this . .. 


walke 


I 


( a ) a multiplicity of passages of substantially uniform cross 
section extending lengthwise through the unit, said passages 
having an effoctive diamoter of 0 . 03 to 1 mm , where the 
cffective diameter is four times the cross - sectional area of the 
passage divided by the perimeter of the passage cross section , 
and there being at least 20 passages per cm2 of the unit 
Cross section area ; 

( b ) a substantially uniform cross section : 


; 


(Provisional Specification 6 Pages ) 
( Compete Specification 13 pages 


Drawing Sheets 2 ) , 


( c ) a ratio of the length , L , to the notional cross section 
diamotor, D , that is, the aspect ratio of at least 0 . 3 , said 
notional cross section diamoter being the diameter of the 
circlo of area equal to the cross sectional area the unit would 
have if there wero no paşgages therethrough , the minimum of 
said length and notional crogg soction diameter being at least 
3mm ; 


the number of said passares, and their size relative to said 
length , L , and notional cross section diameter , D , being such 
that each unit has 

( 1) a geometric voltuge , GV . of not more than 0 .40 ; 


( ii ) a ratio of the geometric surface area GSA , to the 
volume, V , of the cylinder of length L and diameter D , of 
at least 10 cm ; and 

( iii) a ratio of WBA to the product of GV and A of at 
least 15 , where A is the surface area of the cylinder of length 
L and diameter D . 
(Comp. Specn . 27 pages . 

Drawing Nil) 


Ind . Cl. : 127 I LXV ( 1 ) . 

169860 
Int. C1. : F16H - 21 / 52 . 

Title : A DEVICE FOR CONVERTING EITHER 
DIRECTIONAL MOTION FROM A SHAFT INTO UNI 
DIRECTIONAL, MOTION ON TWO SHAFTS AND AN 
AUTOMOBILE INCORPORATING THE SAID DEVICE . 

Applicant & Inventor : A JENDRA KUMAR MITTAL , 
C / o Sri Rama Nand Gupta , 335 - Subhash Nagar, Meerut 
City ( U . P . ) . 

Application for patent No . 414 /DEL /87 filled on 12 May 
1987. 

Appropriate office for the opposition proceedings (Rulo 4 , 
Patent Rules 1972 ) , Patont Office Branch New Delbi- 110005, 
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(Claims-3 ) 


169862 


CI. 32F (d ), 55E , 
Int, Cl. C07 ; 5 /00, A61k 37 /00. 


PROCESS FOR PREPARING A 14 - 16 , 17 -DIHYDRO 
XYPREGNANE 16 , 17 -CYCLIC ALDEHYDE ACETAL 
AND CYCLIC KETONE KETAL DERIVATIVES . 


Applicunt : RICHER GEDEON VEGYESZETI GYARA , R . 
T , 19 -21, GYOMROI UT, BUDAPEST, X , HUNGARY . 


A device for converting either directional motion from a 
shaft into uni-directional motion on two shafts , each corres 
ponding to clockwise and anti- clockwise circular motion of 
the driving -shaft, respectively , comprising a driving- shart 1 to 
which a driving -wheci 2 is attached, means to apply either 
directional motion on the driving-wheel 2 , the driving shaft 1 
having attached to it ( i ) a first year 3 and ( ii) a first sprocket 
wheel 4 , and auxiliary -shaft 5 having attached to it (i ) a 
second gear 6 meshing externally with the first gear 3 and 
( ii) a second sporcket -wheel, 7 , a first end -less chain 8 and 
a sccond end -less chain 9 connecting the first sprocket-wheel 
4 and second ap rocket -wheel 7 to a first free-wheel 10 and 
a second free-wheel 11 respectively , the first free -whcel 10 and 
the second free -wheel 11 being so attached to a first driven 
shaft 12 and il second driven - shaft 13 respoctively , that motion 
is transferred by both the frec -wheels only in the game direc 
tion to the respective driven -shafts. 


Inventors : ( 1 ) CSABA MOLNAR DIPL .- ENG . 

( 2 ) DR . GYORGY HAJOS 
13 DR . LASZLO SZPORNY 
(4 ) DR . JOZSEF TOTH DIPL .-ENG . 
( 5 ) DR . APRAD KIRALY 
(6 ) ANNA BOOR NEE MEZEI 
( 7) JANOS CSORGEI DIPL - ENG . 
( 8 ) KRISZTINA SZEKELY DIPL . 
(9 ) DR . LLLA FORGACS 
( 10 ) DR . GYORGY FEKETE 
( 11) BULCSU HERENYI DIPL . 
( 12 ) DR . SANDOR HOLLY 
( 13 ) DR . JOZSEF SZUNYOG 


EM 


pe 


TULISI-1JIL 


LH1-1 


WI-FI 


2 


FLIPLICJ-.11 


- 


Application No. 184 /Cal / 1990 filed February 28, 1990 . 


RUO 
. 
sim 
LTETON 
. 


- 


iD 


Appropriate Office for opposition proceedings ( Rulo 4 , 
Patents Rules, 1972 ) Patent Office, Calcutta . 


: 


6 Claims 


A process for the proparation of novel A 14 - 16 , a 17- dihy 
droxypregnanc- 16 , 17 - cyclic aldehyde acetal and -cyclic ketono 
ketal derivatives of general formula ( I) , wherein 


( Complele Specification - 10 Pages Drawings - 1 Sheet). 
C1. 32- C , 39- 0 

169861 
Int. C1. C07c 161 /00, 607c 101 / 00 . 

COMPOSITIONS USEFUL FOR DISSOLVING SUL 
PHUR . 

Applicant : PENNWALT CORPORATION , PENNWALT 
BUILDING , THREE PARKWAY PHILADELPHIA , PEN 
NSYLVANIA 18102 , U . S . A . 
Inventors : (1) GLENN T, CARROLL . 

(2 ) MICHAEL J. LINDSTROM . 

( 3 ) WILLIAM J. TUSZYNSKI. 
Application No. 339 / Cal / 1988 filed April 27, 1988 . 

Appropriate Office for opposition proceedings (Rule 4 , 
Patents Rules, 1972 ) Patent Office , Calcutta . 


A stands for hydrogen or hydroxyl group : 

X stands for hydrogen or halogen with the proviso 
that if A is hydrogen , then X is also moans hydrogeny ; 

R stands for hydrogen , benzol or Cl- 8 alkanoy ! 
group , R1 and R2, which are the samo or difforen 
stand for hydrogen or a C1-4 alkyl group ; or one of 
R1 and R2 is hydrogen and the other is phenyl group ; 
or R1 and R2 together form a C4- 5 alkylene group ; 
moans a single or double bond between two ad 
jacent carbon atoms, 
wbich comprises 


13 Claims 


A composition useful for dissolving sulphur compriping at 
least 90 wt. percent of a sulfide compound of the following 
formula : 


RISSA SR2 


wbere Ri und R " are independently alkyl, alkaryl, alkoxy 
alkyl or hydroxyalkyl radiocals wherein the ulkyl moietics 
have from 1 to 24 carbon atoms, a is the average number 
of internal sulfur atoms in said sulfide and ranges from 0 to 
3 , from 100 ppm to 10 weight percent of at least one polyalky 
Icneoxyamine or polyamine containing a primary or secon . 
dary amine functionality and wherein the alkylenc radical is 
a substituted or unsubstituted radical having from 2 to 22 
carbon atoms exclusive of a substituent group , and optionally 
containing an aliphatic amine , arylamine, alkaryl amine , an 
alkanol umine or ethers and / or hydrogen sulfide, an alkaryl, 
a hydroxyalkyl or an alkoxyalkyl mercaptan . 
Compl. Specn . 18 pages. 

Drgs. 3 sheets. 


(a ) reacting að 14 - 16 , 17- dihydroxyprognanc de 
rivative of general formula (II ), wherein A , X , R and 
tho symbol (bond line ) are as defined abovo , with an 
oxo compound of general formula (IV ), wherein R1 
and R2 are as defined above , in the presence of an 
acid catalyst such as herein described ; at a tempera 
ture of between 10°C ~ 40°C for a time between 5 to 
120 minutes then , if desired , hydrolyzing the thus ob 
tainedA 14 - 16 , 17 -dihydroxypregnane- 16 , 17 - . cy 
clic aldehyde acetal or- cyclic ketone ketal derivatives , 
respectively, or general formula (I), wherein A , X , 
RI, R2 and the symbol (bond line ) are as defined 
above to obtaind 12 - 16 , 17 -dihydroxy -pregnane 


10 
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16 , 17 - cyclic aldehyde acetals or cyclic ketone ketals 

the pH of the coinposition running fun 1. 1 to AS and option 
ully including phenyl mercurio nitsic: N . 

N ilis stabilizer. 
containing hydrogen as R ; and / or ; if desired , acylating 
the thus obtained compounds of general formula ( I ), Compl. Speen , 38 pares. 

Drgs. I sheet 
wherein R ropresents an acyl group . 

C1. 105 C 

169864 
CO - CH , OR 

Int. C1. G11b 7 /00 . 

OPTICAL INFORMATION STORAGE DEVICE . 
Roma ? 

Applicant : INSTITUT PROBLEM MODELIROVANIA 
V ENERGETIKE AKADEMII NAUK UKRAINKSKOI 
SSR , KIEV , PROSPEKT BOPEIY , 56 USSR . 


FORMULA 


(1) 


CO - CH2 - OR 
MOH 


INTOH 


his 


Inventor s : ( 1 ) VYACHESLAV VASILIEVICH PET. 

ROV . 
( 2 ) ALEXANDR ALEXANDROVICH AN . 

TONOV , 
( 3 ) NIKOLAI VASILJEVICH GORSHKOV , 
( 4 ) ANDREI ANDRĘEVICH KRJUCHIN . 
( 5) ALEXANDR PETROVICH TOKAR . 
(6 ) SEMEN MIKHAILOVICH SHANOLIO 
17 ) DMITRY AI EXANDROVICH GRINKO 
( 8 ) TATYANA IVANOVNA SERCIENKO , 
( 9 ) GENNADY JURIEVICH JUDIN . 
( 10 ) EVGENY EVGENIEVICH ANTONOV. 
( 11 ) VLADISLAV IVANOVICH POPOVICH . 


FORMULA ( II ) 


0 = C 


TR² 


FORMULA ( NY ) 


Application No. 80 /Cal / 1990 filed January 29 , 1990 . 


Compl. Spocn . 28 pages. 


Drgs. 1 sheet. 


Divided out of No. 368 /C1/ 87 Ante dated to 61h May 1987. 
1987. 


Appropriate Office for opposition proceedings (Rule 4 , 
Patents Rulcs , 1972 ) Patent Office , Calculia , 


5 Claims 


C1, 55E 

169863 
Int. Cl. A61k 7700 . 

METHOD OF PREPARING A LIQUID COMPOSITION 
FOR THE TREATMENT OF OPEN WOUNDS IN HU . 
MAN SKIN . 

Applicant ; DERMASCIENCES INC ., 121 WEST GRACA 
STREET , OLD FORGE, PENNSYLVANIA 18518 , U .S . A . 

Inventor : CLARK MARY GERALDINE . 
Application No. 143 /Cal / 1990 filed February 14 , 1990 , 

Divisional to Application No. 184 / CAL / 88 Aate dated to 
March 2 , 1988 . 

Convention date 23rd March , 1987, No. 532, 691, 
CANADA . 

Appropriate Office for Opposition proceedings ( Rulc 4 , 
Patents Rules , 1972 ) Patent Office , Madras, 


An optical information storage device comprising an optical 
information carrier , comprising at least , hollow cylinder 
transparent to laser radiation iwo bushings located at bult 
ends of the hollow cylinder to form a closed air -tinht space 
thereon and disposed on the internal surface of the hollow 
cylinder inside the air-tight closed space, thus being insulated 
from the environment; an information recording and reading 
unit, and an information erasing unit comprising a circuit for 
und an information erasing unit comprising a circuit for 
initiating a high -frequency disch :irge , which is cquipped with 
at least two electrodes, while the optical information carrier 
has its air- tight closed space filloi with :14 inert in relation 
to the materials of the iccording layer and the hollow cylinder 
and is Jisposcil between tho electrodes in that the high fre 
quency clischarge is initiate, within thr rir- light space thereof. 


porn 


W 


wwwwwwwww 


LOC 


LE 


M 


4 Claims 
A method for preparing a liquid composition for treating 
opon wounds in human skin comprising admixing a chelating 
agent, such as hereindescribed , and i vitamin B compound , 
such as hereindescribed , in an isotonic solution of a dermato 
logically acceptable substance such as dextrose, glycerol Or 
propylene glycol, alcohol, othanol and water, in the following 
proportions per 100 ml of the composition : 
Chelating a gent 

0 . 05 mg to 50 mg 
Vitamin Bg compound i mg to 100 mg 
Dermatologically 
uccoptable substance 0 - 2 mg to 20 mg 
Ethanol 

0 - 2 mg to 20 mg 
Water ( Distilled ) 

upto 100 ml, 


LL 


W 

AS 
KIDS 


✓ 


21 38 25 

FIG .4 


Compl. Specn. 17 pages. 


Drgs. 2 sheets . 
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169865 A is a non - heterocyclic fibre - reactive group , such 
Int. CI, C906 19 , 00 , 

as hereinbefore described , 
A PROCESS FOR PREPARING A WATER -SOLUBLE 

is a hydrogen atom or a halogen atom , & cyclo 
TRIPHENDIOXAZINE COMPOUND . 

alkyl group of 5 10 8 carbon atoms, an 
Applicant : HOECHST AKTIENGESELLSCHAFT , D 

aralkylaxy group an alkoxy group of 1 
6230 FRANKFURT AM MAIN 80 , 1 , R . GERMANY. 

to 4 carbon atoms, an aryloxy group , an 
Inventors : ( 1 ) HARTMUT SPRINGER . 

alkyl group of 1 10 4 carbon atoms, an a ryl 
( 2 ) GUNTHER SCHWAIGER . 

group , an aralkyl group, a cyano group , a 
( 3 ) WALTER HELMLING . 

carboxy group , a carbalkoxy group of 2 to 5 
Application No . 57 /C # . 1990 filed January 22, 1990 . 

carbon atoms, an arylainides groups, a carba 
Divisional to Application No. 890 / Cal; 80 Ante duted 10 

moyl group, an N - alkylcarbamoyl group or a 
December 8 , 1986 . 

N - N - dialkyl- carbamoyl group having each alkyl 
Appropriale Office for opposition proceedings ( Rule 4 , 

radicals of 1 to 4 carbon atoms, an N - arylcar . 
Patents Rules , 1972 ) Patent Office , Calcutta , 

bamoyl group , an alkanoylamino group of 2 to 

5 carbon atoms or an arylamino group , it being 
5 Claims 

possible for the aryl in these groups to be addi 

tionally substituted by 1 to 2 substituents from 
A process of preparaing a water -soluble triphendioxazinc 
compound conforming to the formula ( 1 ) of the accompuny 

the group halogen , nitro , alkyl or I to 4 atoms 
ing drawings wherein : 

alkoxy of 1 to 4 carbon atoms, carboxy and sul 
T is a substituted or unsubstituted alkyl group of 

fo ; X2 is identical to or different from X1 and 
1 to 6 carbon atoms, except an ethyl group which 

has one of the meaning indicated for X ? ; 
is substituted in the position by an alkalini 

the group -so •T is preferably bondod in the 
cally eliminatable substituent, which alkyl group 

orthoposition relative to the group - B - W - N 
can be additionally interrupted by hetero groups 

( R * ) - A ; of the sulfo and sulfato groups which 
selected from groups of the formulae-0 -, - S -, 

can be present in tho molecule ( 1 ), the molocule 
NH and - N ( R ) ---, 

( 1 ) inandatorily contains at least one thereof , 
where 

preferably at least two thereof, which process 

comprises reacting one moleculo of a compound 
R is an alkyl group of 1 to 6 carbon atoms 

of the general formula (8 ) in which R " , R , B , T , 
which can be substituted by substituents such as 

W X1 and X2 have the above -mentioned 
hercin before described 

meanings, with 2 molecules of a compound 

selected from an acid halide or acid anhydrido 
is an aryl group unsubstituted or substitutod by 

radical of a fibre - reactive non - heterocyclic car 
substituents such as horeinbefore described , 

boxylic or sulfonic acid , and carbylsulfate . 
is an oxygen or sulfur atom or an amino group of 
the formula -NH - or- N ( R " ) -, 
in which 
R is an alkyl group of 1 to 6 carbon atoms 
which can be substitutod by substituents such as 

FORMULA (1 ) 
hereinbefore described , or 
forms together with W a direct bond ; 

$ 0 , T 
forms together with B a direct bond or 
is a bridge member , such as heroinbefore des 

cribed , 
R 

FORMULA ( 8 ) 
is a hydrogen atom or a substituent, such as 
hereinbefore described , 

Compl. Spccn . 59 pages 

Drge . 12 sheets. 
Cl. 50 - F 

169866 
R * is a hydrogen atom or a substitutent, such as 

lot. Cl. F25b 31 / 00 . 
hercinbefore described , or 

A PROCESS FOR PRESERVING GOODS FROM DE 
and the bivaleut radical W , if it contains an TERIORATION WHYE STORED IN A REFRIGERA 

TING TANK FOR REFRIGERATION OF THE GOODS 
amino group , or a portion of the radical W form 

Applicant : FRANZ WEIZ INTERNATIONALE TRANS 
together with the two nitrogen atoms the radical 

PORTE GMBH A -5021 SALZBURG , ERNEST - THUN 
of a 5 -or 6 - inçmbered heterocycle ; 

STRASSE 8 , AUSTRIA . 


or 


1-2 


80 , - 7 
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- N - H 


AN - N - O 


502 - 7 
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Inventors : ( 1 ) RUDIGER WASSIBAUER . 

( 2 ) WERNER RUSS . 
Application No. 13 / Cal / 1990 filed January 1, 1990 . 

Division of Application No. 121 /Cal / 87 Anti dated to 
December 11, 1987. 

Appropriate Office for opposition proceedings ( Rule 4 , 
Patents Rules , 1972 ) Patent Office , Calcutta . 


Tefrigerating tank , in particular a refrigerating container, 
with the refrigerating requirement exclusively covered 
by the introduction of cold N2 (liquid air ) from a supply 
of liquid N2 ( liquid alr ), the improvement comprising 
that the normally immobile atmosphero is forcibly 
circulated within the tank only in arbitrarily selected 
timo intervals or only in time intorvals detormined by 
measured operating parameters ( T , CO2 content, 02 
content, humidity ) during time intervals which are 
predetermined or determined by measured operating 
parameters . 


9 Claims 
A process for preserving goods, such as herein de 
cribed from deterioration , whilo stored in a refrigerat 
ing tank for refrigeration of the goods so stored in the 


25 


5 


21 T 


22 


TT176 


n 


SZAVARA 


JI 


MITTIMIZZA 


JODA 


wiWY 


36 


Compl. Specn . 18 pages. 


Drg . 1 sheet. 


169867 


CI. 32C + 32E + 35E , 
Int. CI. C12p 21 /00, C12n 15 /00 


Applicant : HOECHST AKTIENGESELLSCHAFT OF 
D -6230 FRANKFURT AM MAIN 80 , FEDERAL REPUB 
LIC OF GERMANY . 


Inventor : THEODOR PAPENFUHS 


PROCESS FOR PREPARING POLYPEPTIDES. 
... Applicant 1 PHILLIPS PETROLEUM COMPANY , BAR 
TLESVILLE , STATE OF OKLAHOMA , U . S . A . 

Inventor : JAMES MICHAEL CREGG . 
Application No. 778 /Cal / 1989 Aled September 22 , 1989 . 

Divisional to Patent Application No. 731 / Cal / 86 Ante dated 
October 8 , 1986 . 

Appropriate Office for opposition proceedings (Rule 4 , 
Patents Rules, 1972 ) Patent Office, Calcutta . 


Application No. 775 / Cal/ 1989 filed 20 September, 1989, 

Divisional out of No. 602 / Cal / 86, Antidated August, 6, 
1986 . 


Appropriate Office for oposition proceedings ( Rule 
Patents Rules, 1972 ) Patent Office, Calcutta . 


4 , 


3 Claims 


3 Claims 


A process for preparing polypeptides which comprises 
cultivating a host yeast strain transformed with a vector that 
contains a strong dutive promoter heterologous DNA poly 
peptides coding seuencc cxpression cassotte wherein the strong 
native promoter is an alcohol oxidase gene under nutritionally 
limiting conditions on a substrate which inducey said strong 
native promoter, 
Compl. Specn . 39 pages. 

Drgs. 18 sheets. 


A method for the preparation of a halophenyl hydroxye 
thyl sulfoxide / sulphone of the general formula 1 of the accom 
panying drawings in which R denote & chlorine or bromine 
atom of a ( C - CA ) alkyl group and n denotes the num 
bers 1 or 2 , comprises reacting a halo - benzene of the general 
formula ( 2 ) in which Rand X have the meanings specified 
abovo and Y represents a chlorine or bromjne atom with mer 
captoethanol in the presence of an alkali metal oxide , bydro 
xide or carbonate and in the presence of polyglycols , polygly 
col ethers of macrocylic polyethers at temperatures of 80 
140°C to form a halophenyl hydroxyethyl sulfides of tho 
general formula ( 3 ) in which Rand X have the meanings 
specified above, and then oxidizing direcıly in the reaction 
mixture produced or after removal of the valatile and solid 
components, preferably in the presence of water , at a pH of 
1 to 7 at temperatures of 20 - 120 C with 1 or 2 moly of 
oxidizing agent, such as herein described (per mol of halo 
phenyl hydroxyethyl sulfide ) to form a compound of tho 
formula ( 1 ) with n = 1 or 2 rospectively , as desired . 


169868 


CI, 323 F 1 
Int. Cl, C07C 147 / 06 , 147 / 14 . 


METHOD FOR THE PREPARATION OF A HALO 
PHENYL HYDROXYEHYL SULFOXIDE / SULPHONE . 


Compl. Speca . 23 pages. 


Digns. 2 sheets , 
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169869 Application No. 736 /Cal / 1989 filed September 6 , 1989 
Int. Class : C070 149 / 34 , 149 / 36 . 

Divided out of No. 743 / Cal/ 86 Agte dated to October 14 , 
METHOD FOR THE PREPARATION OF A HALO 

1986 . 
PHENYL HYDROXYETHYL SULFOXIDE / SULPHONE. 

Appropriate Office for opposition proceedings (Rule 4 , 
Applicant ; HOECHST AKTIENGESELLSCHAFT OF D 

Patents Rules, 1972 ) Pateut Office , Calcutta . 
6230 FRANKFURT AM MAIN 80 , FEDERAL REPUBLIC 
OF GERMANY. 

14 Claims 
Inventor : THEODOR PAPENFUHS. 

A coated article comprising a glass substrate , a reflectivo 
Application No . 774 / Cal/1989, filed 20 September, 1989, 

silicon coating adhered to a surface of the substratc , a layer 

of silicon oxide adjacent the surface of the silicon opposite 
Divisional of application No. 603 /Cal/ 1986 , Antedated that adhered to the substrate and a metal oxide coating adher 
6th August, 1986 . 

ed to the silicon oxide layer , the silicon oxide layer being 

sufficiently tbick that the metal oxide layer is substantially frço 
Appropriate Office for opposition proceedings ( Rulc 4 , 

of pinholing, said silicon oxide layer having a thickness of gt 
Patcuts Rule 1972 ) Patent Office , Calcutta , 

least about 20A " . 
4 Claims, Compl. Specn . 20 pages. 

Drgs. 1 sheet. 


169871 


Ind. Cl. : 34 A & 155 D (Group X and XXIII ] 
Int. CI : B 32 B 27 / 30 27 / 36 


A method for the preparation of a halophcoyl hydroxyethyl/ 
sulfoxide / sulphone of tho general formula 1 of the accom 
panying drawings in which R denotes a chlorine or bromjne 
atom and X denotes a bydrogen , chlorine or brojninç atom or 
a ( C - Cr) alkyl group and denotes the numbo s 
1 or 2 , comprising reucling a bulobensene or the general for 
mula ( 2 ) in which Rand X have the meanings specified abovo 
and Y represents a chlorine or bromine stom , with mer 
captoethanol in a dipolar aprotic solvent in the presence of 
an alkali metal oxide, hydroxide or carbonate at temporatures 
of 80 - 140" C to form haloplienyl hydroxyethyl sulfide of the 
general formula ( 3 ) in which Rund X have the meanings 
specified abovo , followed by reacting the said sulfide of for 
mula ( 3 ) directly in the reaction mixture produced or after 
removal of the volatile and solid components , preferably in 
the presence of water, at a pH of 1 to 7 at temperatures of 
20 - 120°C with 1 or 2 mols of oxidizing agent, such as herein 
described ( per mol of halophenyl hydroxyethyl sulfide ) to 
form a compound of the formula ( 1 ) with n = 1 or 2 respec 
tively as desired . 


A PROCESS FOR PRODUCING AN ORIENTED 
LINEAR POLYESTER FILM HAVING ON AT LEAST 
ONE OF ITS SURFACES , AN ADHESIVE PRIMER COAT 
ING . 

Applicant : RHONE- POULENC FILMS, A French body 
corporatc , of 25 Quai Paul Doumer , 92408 Courbevoie , 
Fraſce , 

Inventors : ( 1 ) DOMINIQUE CHARMOT and (2 ) 
PIERRE GROSJEAN 

Application No. 574 /MAS/ 87 filed on August 11 , 1987 . 

Appropriate Ollice for opposition proceedings (Rulo 4 , 
Patenty Rules, 1972 ) Patent Office , Madras Branch . 


SO) , CH₂-CHg - on 


Formuen ( 


10 Claims 
A process for producing an oriented linear polyester film 
having on at least one of its surfaces an adhesive primor 
coating which comprises depositing 0 .01 to 0 .5g /m ot a 
modified polymer in a known manner ga 4 polyester Gilm 
having a thickness of from 5 to 300 micrometers wherein the 
suid modified polymer is produced by aqueous phase frco 
radical polymerisation of at least one acrylic monomer in 
tho prosence of a water dispersible polyester deriyod from at 
least one aromatic dicarboxylic acid , at least one aliphatic diol 
and at least one difunctional compound capable of reacting 
with clicarboxylic acids and / or diols and containing at least 
ong gulphonyloxy group of the general formula . 


FORMULA (B ) 


( - Sog - ) , M (I ) 


a 


5 -0Hz- CH2- OH 


in which M denotes a hydrogen atom , an alkali or lakaline 
earth metal, an ammonium rcsidue or a quaternary ammonium 
residuo and n is 1 or 2 , and the resultant coated film is dried 
in a known manner . 


FORMULA ( 3) 


Completerl specification 42 pages 


No Drg . sheet . 


Compl. Specn . 25 pages. 


Drgns. 2 sheets. 


Cl. 90 -G 

169870 
Int. CI. B32bc 17 /00 , C03c 17 / 00 . 
GLASS COATING METHOD AND RESULTING ARTICLE . 

Applicant : LIBBEY -OWENS-FORD COMPANY. 811 
MADISON AVENUE , TOLEDO , OHIO 43695 , U . S . A . 
Inventors : ( 1 ) GERALD A . CALLIES 

( 2 ) EBERHARD A . ALBACH , 
(3 ) JOHN F . CONOUR 
( 4 ) RICHARD A . HERRINGTON , 


Ind . Cl. : 9 D [GROUP XXXII ( I) ] 

169872 
Int. C1.4 : C 22 C 19 /05 & 38 / 40 

A PROCESS FOR PRODUCING “ A NICKEL -CHRO 
MIUM ALLOY . 

Applicant : INCO ALLOYS INTERNATIONAL , INC ., of 
Huntington , West Virginia 25720 , U . S . A . U . S . Company 
Inventors : (1 ) GAYLORD DARRELL SMITH 

( 2 ) JACK MILTON WHEELER 

(3 ) CURTIS STEVEN TSSEN 
Application No. 572 /MAS / 87 filled on 10th August, 1987 . 


14 


THE GAZETTE OF INDIA , JANUARY 4 , 1992 (PAUSA 14 , 1913 ) 


(PART III — Sec , 2 


Apprppriate Office for opposition proceedings (Rule 4, 
Patents Rules , 1972) Patent Office, Branch Madras. 


5 Claims 


110 


T731 


A process for producing a nickel-chromium alloy compris 
ing vacuum induction melting and electroslag remelting of a 
composition containing from 30 to 75 % nickel, up to 30 % 
tron , 12 to 30 % chromium , up to 12 % molybdenum , up to 
8 % tungsten , up to 15 % cobalt, up to 5 % of niobium 
and / or tantalum , titanium plus aluminium up to 5 % , up to 
0 . 03 % carbon , up to 0 . 03 % nitrogen , up to 0 . 35 % silicon , 
said carbon , nitrogen and silicon in correlated percentages 
such that the % carbon + % nitrogen + 1 / 10 % silicon la 
less than 0 .04 % and thereafter solidifying and working 
sald alloy in a known manner . 


< < 146 > ] ( 116 ) 


(Comp. Specn , - 13 pages; 


Drgs. - Nil ) 
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Ind . Cl. : 23 E (GROUP XL (3 ) ] 
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Int. Cl. * : B 65 B 11 /26 , 

A FOLDING BOX 


T 


, - 


- 


- 


- 


- 


- 


- 


- 


- 


- 


Applicant : AB AKERLUND & RAUSING , A Swedish 
Company of Box 2 , 22100 Lund , Sweden , 
Inventors : (1 ) HEINZ BIRAKENBEUL 

( 2 ) OWE AXELSSON 


------ 7---- 
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Application No. 360 / MAS / 87 Aled on 4th August, 1987. 


Appropriate Office for Opposition Proceedings ( Rulo 4 , 
Patent Rules, 1972 ) Patent Ofico Branch , Madras 


.- 19 


- 


- 


- 


- 


- 


- 


- 


- 


- 


11b 20 


15 


16 


176 
Drgs . - 2 sheets ) 


( Comp. Specn .-8 pages; 


5 Claims 
A folding box of cardboard or similar material, comprising a 
casing formed by side walls and end flaps connected to the 
side walls, characterized in that the folding box has a longi 
tudinal abutting edge joint ( 15, 15; 20 , 20 ), that the joint 
extends out in Joining end flaps ( 11b , 11b ; 11c, 11c ) and the 
whole way up to the free cut edges of sald flaps, that a thin 
strip (21) is arranged for covering the joint and that a sealing 
membrane (23 ) is attached against the ond flaps ( 12b , 13b , 
14b , 115 , 116 ) of at lenst one end of the folding box and 
arranged for covering the folding box cross section . 


Ind . Cl. 84 C , [GROUP XXXII (2 ) ] 

169874 
Int. Cl. : F 23 J 9 / 00 

A PROCESS FOR PRODUCING AN IMPROVED DUST 
COAL FUEL 

Applicant : TOA TRADING CO ., LTD ., a Japanese body 
corporate of 4 - 3 , Shinbashi 4 - chome, Minato - ku , Tokyo , 
Japan , 

Inventors : ( 1 ) IWAO MORIMOTO 


Z? 


24 


20 ,20 


15 , 15 


. 21 


- 


- 


2 


( 2 ) HIROSHI SASAKI 
Application No. 578 /MAS / 87 filed on 12th August, 1987. 

Appropriate Office for Opposition Proceedings (Rule 4 , 
Patent Rules, 1972 ) Patent Otice Branch , Madras . 

2 Claims 
A process for producing an improved dust coal fuel having 
reduced clinker ash formation, comprises adding to the dust 
coal at the coal mill or at a point upstream of the coal 
mill water soluble iron salts or oxides of iron in an amount of 
2 to 200 ppm in terms of Fe , based on the amount 
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of the dust coal, the said Iron compound being added in the 
form of a solution in water or a water slurry having a par 
ticle sizo capable of passing through a 100 mesh screen . 


cuit ( 1 ) , magnetic flux detoction means ( 12 ) for detecting a 
magnetic flux in the magnetic circuit, and locking moans (6 ) 
for locking the two magnetic circuit portions ( 1 , 2 ) against 
each other and having a bearing member carried by the 
housing ( 5 ) and pivot means ( 7 ) enabling at least ono of the 
magnetic circuit portions to pivot relative to the housing, ( 5 ) , 
in such a manner that during pivoting the second magnetic 
portion ( 2 ) comes into contact with the bearing member and 
is frmly held agalast the first magnetic circuit portion ( 1 ) 
thereby . 


I 


2 


11 


II - 


( Com . Spec. - 15 pagos; 


Drgo. - 2 sboeta ) 


ūHEXi 


( Com . Specn - 22 pages; 


Drgs. - 3 sheets ) 


Ind . Cl. : 126 C (GROUP LVIII (6 )] 

169873 
Int, C1.4 : G 01 R 33 / 24 

A CURRENT MEASURING DEVICE 

Applicant : UNIVERSAL TECHNIC , a French Company, 
of 5 passage Frequel 75020 . Paris , France . 

Inventor : LANDRE BERNARD 
Application No. 575 /MAS / 87 filed on 11th August , 1987, 

Appropriate Office for Opposition Proceedings (Rule 4 , 
Patent Rules, 1972 ) Patent Otice Branch , Madras, 


lod . al. : 206 - E - GROUP- LXII) 

169876 
Int. C14 : H 04 B 1 / 38 

A MODEM FOR A DATA COMMUNICATION APPA 
RATUS AND A DATA COMMUNICATION APPARATUS 
INCORPORATING SAID MODEM 

Applicant ; TRANSCOM AUSTRALIA LIMITED , A 
COMPANY INCORPORATED UNDER THE LAWS OF 
THE STATE OF WESTERN AUSTRALIA , OF UNIT 2, 30 
WALTERS DRIVE , OSBORNE PARK , WESTERN AUSTRA 
LIA 6017 , AUSTRALIA . 

Inventor : SOOTT ANTHONY RHODES 
Application No. 601 /MAS / 87 filed August 19, 1987, 

Convention date : August 22 , 1986 ; (No. PH 7606 ; 
Australia ) . 

Appropriate Office for Opposition Proceedings (Rule 4 , 
Patent Rules , 1972 ) Patent Office Branch , Madras. 

8 Claims 
A modem for a data comunication apparatus, suid modem 
boing arranged for connection between a source of band 
limited audio logic such as a radio transceiver and a host 
computer, the modem characterised in that it comprises : 

( A ) a data receiver having : 

( a ) a band pass filter having an input arranged to be con 
pected to the source of band limited audio logic , 

(b ) a squaring circuit connected to an output of the band 
pass filter to produce a substantially square wave singal com 
prising a plurality of cyclos with rapid zero crossing, said 
cycles forming logic bity of data with changes of stato between 
a logical high and a logical low - value and said logic bits of 
data forming logic bytes of data ; 


11 Claims 
A current-measuring device comprising an annulur magne 
tic circuit having separate first and second magnetic circuit 
portions ( 1 , 2 ) with ends suitable for coming face - to - face to 
form a closed magnetic circuit, characterised in that a housing 
( 5 ) surrounding at Içust the first portion of the magnetic cir 
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said ſeedlines feeding elements and said radiating elements 
being disposed on at least two dielectric boards. 


CRTV - . 


L . . . AJITEL 

IT-TIETD . - - -- 


- - - 


( c ) an Audio period timer connected to an output of the 
squaring circuit and configured to develop a count indicative 
of the time delay between consocutive zero crossing in the 
same direction 

( d ) a bandwidth window configured to receive the count 
from the audio period timer , and to Alter tho counts ; 

( e ) a bit rate timer configured to develop a further count 
and to issuo an interrupt signal to predict when tho bits of 
data havo one of tho changes of state from a logical high to 
& logical low and vice versa ; 

( f ) a bit rate synchronisation means responsive to said 
changes of state of the data bits and configured to alter the 
bit rate times when the predicted time at which said 
changes of state occur does not coincide with the actual 
changes of state , so as to establish bit- wise synchronous com 
munication ; 

( B ) a data transmittor having : 

(a ) generator means to gonerate said cycles for said bits of 
data ; and 

(b ) lowor pass filter moans connected to receive the cycles 
from the generator means to filter out high frequency compo 
nonts from the generated cycles to produce aband limited 
audio frequency logic signal. 


L 


( Com . - 43 pages; Drwgs. - 7 shcots ) 


(Complete Specn 33 pages . 


Drg . Shợeto 4 sheets ) 
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tat , Cl. : H05 K 1 / 00 . 

H 01 Q 23 /00 . 
A METHOD OF MANUFACTURING PRINTED 
CIRCUIT ANTENNA AND A PRINTER -CIRCUIT 
ANTENNA MADE THEREBY. 

Applicant : COMMUNICATIONS SATELLITE COR 
PORATION , A CORPORATION OF THE DISTRICT OF 
COLUMBIA , U .S . A . OF 950 L ENFANT PLAZA , S . W . 
WASHINGTON , D . C . 20024, U .S . A . 

Inventons : AMIR IBRAHIM ZAGHLOUL, ROBERT 
MICHAEL SORBELLO . 

Application No. 597 /MAS / 87 dated 18th August 1987 . 

Appropriate office for Opposition proceedings (Rule 4 , 
Patents Rules, 1972 ) Patent Office Branch , Madras , 


169878 
Ind . Cl. : 40 F & 70 B (GROUPS IV ( 1 ) & LVIII ( 3 ) ]. 
Int. Cl. : C 25 B 9 / 00 ; 11/ 04 ; 13 / 00 . 

A METHOD OF MAKING AN ASSEMBLY OF AN 
ION PERMEABLE MEMBRANE , ELECTRODE AND 
CURRENT COLLECTOR . 

Applicant : THE DOW CHEMICAL COMPANY A 
CORPORATION ORGANIZED AND EXISTING UNDER 
THE LAWS OF THE STATE OF DELAWARE, U . S . A ., 
OF 2030 DOW CENTER , ABBOTT ROAD , MIDLAND , 
MICHIGAN 48640 , U . S . A . 

Inventor : ROBERT DALE DOOR . 
Application No. 593 /MAS / 87 filed on 17th August , 
1987. 

Appropriate Office for opposition proceedings ( Rule 4 , 
Patents Rules, 1972 ) Patent Office , Madras Branch . 


18 Claims 
A method of manufacturing printod circuit antenna com 
prising the steps of 

(1 ) capacitively coupling a feed network brand having 

a plurality of feed lines which are impedance match 
ed with other microstrip antenna elements to a 
feeding element board having a plurality of feed 
ing elements which are impedance matched with 

sakd feed lines : 
( 1 ) electromagnetically coupling mid feeding clement 

to a radiating element board having a plurality of 
radiating clements which are impuncc matched 

with said fooding clements and said fced lines ; 
characterized by capacitively coupling each of said feeding 
elements to at least a corresponding one of said feedlines and 


12 Claims 
A method of inaking an assembly of an ion permeable 
membranc, electiode , and current collcctor, comprising the 
steps of: 
( a ) forming a foundation layer of a porous, electrically 

conductive material; 
( b ) at least partially coating a fluoro -polymer binder 

on at least one surface of the foundation layer ; 
( c ) applying a particulate catalyst material over the 

flouoropolymer hinder on the foundation layer ; 
d ) dispersing a polymeric material as a solution or 
dispersion over the catalyst material in a manner 
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to obtain penetration of the polymeric material into fud Cl. : 10 B GROUP XXXIX ( 2 ) ]. 

169880 
the porous foundation layer to form a substantially 
continuous coating on the catalyst material and the Int. C .* : F 42 B 3 / 00 . 
at least partially coated foundation layer; and 
applying heat and / or pressure to the assembly to 

ELECTRIC DETONATOR WITH STATIC ELECTRI 
enhance the flow of the polymeric material into the CITY SUPPRESSION AND METHOD OF MANUFAC 
foundation layer and around the catalyst materjal TURING THE SAMF. 
to obtwn adherence of the catalyst material to the 
foundation layer 21761 to sinter tho polymeric spate 

Applicant : TRECO INCORPORATED , A CORPORA 
rial into a substantially non - porous layer around the "TION OF THE STATE OF DELWARE, OF ELEVEN 
gutulyst material , 

TH FLOOR CROSSROADS TOWER . SALT LAKE CITY , 
( Com , Specn . 18 pages . 

Dige. Nil ) 

UTAH -84144, U .S . A . 
Ind . CI. : 85 C [GROUP XXXI). 

169879 

Inventor : WILLIAM C . HARDER . 
Int. Cl. : F 27 B 1 /20 . 

Application No. 613 /MAS /87 filled on 24th August, 
A DOUBLE LOCK BELL - AND - HOPPER APPARATUS . 

1987. 
Applicant : MAN GUTEHOFFNUNGSHUTTE GMBH , 

Appropriate office for opposition proceedings ( Rule 4 , 
A GERMAN CORPORATION OF BAHNHOFSTR . 66 , Patents Rules , 1972 ) Patent Office Branch , Madras. 
4200 OBERHAUSEN 11 . FEDERAL REPUBLIC OF 
GERMANY . 
Inventors : BERNHARD HENNEKEN , BRUNO KAM 

5 Claims 
MERLING , ECKHARD - K . SCHOLZ , WOLFGANG 
SCHRODER , HANS KRAUSE . 

An electric detonator with static dectricity suppression 
Application No. 589 /MAS / 87 filed on 14th August 1987 . comprising an electrically conductivo shell ; an explosivo 
Convention dated 16th July 1987 No. 8716830 ; U .K . 

initiative device at least a portion of which is disposed in 
Appropriate office for opposition proceedings 

the shell , for producing an explosion in responso 10 elec 
( Rule 4 , 

trical current ; a pair of conductors which extends into the 
Patents Rules, 1972 ) Patent Office Branch , Madras. 

shell and are coupled to the explosivo initiating devict for 
2 Claims 

carrying electrical current thereto ; charcaterized in that 
A double lock -and -hopper apparatus comprising a lower 

securing means comprising an electrically non -conductive 
foed hopper ( 7 ) , an upper feed hopper ( 3 ) defining a lock 

plug alispored within the shell, the said conductor , extending 
chanıber , drive means to rotate the upper focd hopper , a 

through the said plug to connect to the gaid explosive Ini 
stationary hood ( 4 ) with an encircliog sealiug element in 

tiating device and securing the conductors in place as they 
1lątablo pneumatically or hydraulically against the wall of 

cnter the shell for maintaining a section of euch conductor 
the said hopper ( 3 ) . the upper hood boing provided with an 

in close proximity to the shell enabling discharging of static 
Openable and clogable charging flaps ( 2 ) . 

charge accumulation from the conductors to the shell , 
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Ind . Cl. : 24 D , E . 

169881 
Int. C1.* : B61H 15 / 00 . 

SLACK ADJUSTER FOR THE BRAKE RIGOING OF 
A RAIL VEHICLE . 

Applicant : SAB NIFE AB, A SWEDISH COMPANY , 
OF BOX 515, S - 261 24 LANDSKRONA , SWEDEN 

Inventors : BO NILSSON & LARS MATTIS SEVERINS 
SON . 

Application for Patent No. 727 DEL /85 Ved on 03 
September , 1985. 
· Appropriate office for opposition proceedings ( Rule 4 , 
Patento Ruleg , 1972 ) Patent Office Branch , New Delhi 
110 105. 

Claims 3 
A slack aduster for the brake rigging of a sail vehicle , 
4 . 8 . an adjuster built into a brake unit, comprising a non 
rotatablo. axially movablo, tubular ( 7 . 17 ) means attached 
to a piston ( 3 ) located in a fixed housing ( 1 ) for introducing 
a force in a braking direction , a non -rotatable threaded spindle 
( 8 ) provided coaxially insido the force -introducing tubular 


moans ( 7 , 17) to dillver a brake force from the adjuster , an 
adjuster nut 26 ) in non -self -locking engagement with the 
spindle ( 8 ) and in the braking direction abutting a bearing 
( 18 ) provided in the forco -introducing tubular moans ( 7 , 17 ) 
and a barrel spring ( 29 ) provided between said piston ( 3 ) 
and said spindle ( 8 ) said barrel spring ( 29 ) being stronger 
than a return spring (6 ) for the platon ( 3 ) and 
acting in the braking direction between the force 
introducing tubular means ( 7, 17 ) and said spindlo ( 8 ) , 
the adjuster nut (26 ) engaging a main clutch ( 27 ) on the 
force- introducing tubular means (7,17 ) for transmitting 
brake force, characterised in that there is provided in 
coaxial relationship in said force- introducing tubular mean , 
(7 , 17 ) a non -rotatable locking sleove ( 20 ), said sleeve ( 20 ) 
being axlally movable in the braking direction under the 
action of a locking spring (21) supported by sald force 
introducing tubular means ( 7 , 17 ) only over a distanco ( A ) 
corresponding to predetermined control distance ( A ), said 
sleeve ( 20 ) engaging said adjuster nut ( 26 ) through the 
mediuni of a control clutch (28 ) , 


3 
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Ind . Cl. : 129 (EJG ) (XXXV ). 
Int. C1.4 : B215 5 /00 . 


Convention dato October 10, 1985 /8525011 /U .K . 

Appropriate office for opposition Proceedings (Rulo 4 , 
Patents Rules, 1972 ) Patent Office Branch , New Delhi- 110005. 


A METHOD FOR THE MANUFACTURE OF PRESS 
FORMED ALUMINIUM LAMINATE AND THE PRESS 
FORMED ALUMINIUM LAMINATE SO PRODUCED . 


Applicant : ALCAN INTERNATIONAL LIMITED , OF 
1188 SHERDROOKE STREET WEST, MONTREAL , 
QUEBEC , CANADA . 


Claims 6 
A mothod for tho manufacture of the press -formed aluminiuin 
laminate which comprises applying to a surface of an alu 
ininium metal sheet 4 layer of a strongly adherent protective 
inaterial such as herein described , applying over said layer 
of protective material a strippable film of an organic paint 
Or lacquer such as herein described , press - forming tho 
laminate thus produced to form the desired press - formed 
laninate and then stripping said film from said press -formed 
laminato . 


Inventor : PETER GEOFFREY , SHEASRY , EDWIN 
BEUCHELL, MARTIN HEINZE . IAN MUSSEN CAMP 
BELL & WILLARD EUGENE SWENSON . 


Application for Patent No. 888 /DEL /86 filed op 6th 
October 1986 . 


( Completo Specification 12 pages . 
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169883 


Ind . a . : 90L (XXXVI). 
Int. C4. : C03 B 37 / 00 . 


Appropriato office for the opposition proceedings (Rulo 4 , 
Patent Rule 1972 ) , Patent office Branch , Now Dolhi- . 


EQUIPMENT FOR COLLECTING AND CONVEYING 
MINERAL FIBERS COMING FROM A PRODUCTION 
FURNACE . 

Applicant : F . I. R . DI FORTI DUILIO S . R . L , AN 
ITALIAN COMPANY OF VLALE DELL INDUSTRIA , 
RONCA (VERONA ) , ITALY . 

Inventor : MARCO FORTI. 

Application for the Patont No. 953 / DEL / 86 filed on 28th 
October 1986 . 

Appropriate office for opposition proceedings (Rule 4 , 
Patents Rules, 1972 ) Patent Office Branch , New Delhi 
110 005 


21 Claims 
1. A method for the manufacture of a coated substrato 
surface whercin said coating on the surface is water erodiblo, 
which method comprises forming a coating on tho surface by 
applying thereto a paint composition comprising at lcast ong 
erodible polymer digsolved or dispersed in a medium of the 
kind such as hereinbefore described , said erodiblo polymer 
having one or more hydrolysable groups selected from sulpho 
pate esters and sulphate esters which in an equeous environ 
ment will generatc by hydrolysis corresponding polymer - bound 
acid groups, said erodible polymer also containing one or moro 
repoat units of the said such as hercin described not having 
any sulphonate ester and / or sulphato esters, wherein the sul . 
phonate ester and / or sulphate ostor group is said erodiblo 
polymer located ng recurring group present in one or moro 
types of repeal unit A in which each sulphonate or sulphato 
ester group is pendant to the main chain backbono ot tho 
polymer and / or in one or more repeat units B in which cach 
sulphonate of sulphate ester group is itself within and 80 part 
of the main chain backbone of the polymer , said repoat unit 
A in said erodible polymer having the Formula I of the 
accompanying drawings 


4 Claims 


An equipment ( 1 ) for collecting and conveying mineral 
fibres coming from a production furnace which comprises a 
collecting chamber ( 2 ) for the fibre ( 3 ), an exhaust duct 
( 4 ) connected to suid chamber through which , by suction , 
the fiber is transferred to the next operating station , charac 
terised by a rotating member ( 7 ) located in said collecting 
chamber ( 2 ) , a grid ( 13 ) in gaid rotating member , an air 
suction duct ( 16 ) connected to said grid , communicating 
with the collectng chamber ( 2 ) through said grid ( 13 ) and 
sold suction duct being and said rotating member ( 7 ) con 
voying the Aber settlod on the grid to tsaid exhaus 
duct. 


( 10 ) 


50 , 0Rcls 


wherein Y , which in the repeat unila A of Formula I may 
be the same or different, is a group of the kind such as here 
inbefore described in the main chain backbone; X is 0 or 1 ; 
s is an integer of at least 1 and corresponding to the numbor 
of ( 0 ) SO ,OR groups in the structure of ropeat unit a 
of Formula I; R , is a group of tho kind such as heroinbofore 
described , bondod to a sulphonato or rulphato function ko 
as to form an enter therewith and where c is 2 or moro 
R being same or different in the ramo or different repeat 
unit A of Formula I, and wherein cach (O )x SO , ORC group 
is joined via an intermediary or Intermodlarles M such as 
heroin described lo the group Y , and in cases where a is 2 
or more may be joined to the same or different atoms of Y ; 
and wherein M iresents one or moro Intermediario in a 
repeat unit A . Formula I and the repeat unit B having 
the Formula Il of the accompanying drawings 


( Complote Specification 


pages 


Drawings 1 sheel ) 
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Ind . C1. 144A , 

169884 
Int, Cl. : C09D 5 / 14 , C23 C14 / 00 . 

Title : A METHOD FOR THE MANUFACTURE OF A 
COATED SUBSTRATE SURFACE . 

Applicant : IMPERIAL CHEMICAL INDUSTRIES PLC .. 
a British company, of Imperial Chemical House , Millbank , 
London SW1P 3JF , England. 

Inventors : MARTYN HUMPHRIES , JOZEF NEMCEK , 
JOHN CHRISTOPHER PADGET & CHRISTOPHER CHAR 
LES MOLLETT. 

Application for Patent No. 23 /DEL /Aled on 13th January 
1987. 

Convention date 22nd January / 1986 & April 21 / 1986 / 
8601456 /87609702 / U .K . 


wheroin x is 0 or 1; 
Y is 0 or 1 ; 
Rd which in different repcat units B of Formula II may be 
the same or different, is a group of the kind such as herein . 
before described providing part of tho polymer main chain 
backbone; R ( Y being 1) may be tho samo or different 
in different repeat unit B and is a group of the kind such 
as hereinbefore described providing part of tho polymor main 
chain backbone , 
(Completo Specification 43 pagos . Drawing 1 hot ) 
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169887 
Int. Cl. : C11D 1 / 02 & 1 / 38 . 

Int. C1.* : F27B 1 / 22 & 1 / 16 . 
A DETERGENT LAUNDRY COMPOSITION AND A AN IMPROVED CUPOLA . 
PROCESS FOR MANUFACTURING THE SAME. 

Applicant : COUNCIL OF SCIENTIFIC AND INDUS 
Applicant : GOLGATE -PALMOLIVE COMPANY, Of 300 TRIAL RESEARCH , Rafi Marg , New Delhi- 110001, an 
Park Avenue, Now York , New York 10022 , United States of Indian Registered body incorporated under the Registration of 
America , a corporation organised under the laws of tho State 

Societies Act ( Act XXI of 1860 ) . 
of Delaware , U .S . A . 

loventors : RAMGARHIA SANTOKH SINGH AND 
Inventors : PATRIZIA BARONE & PALLASSANA NARA 

PRITAM SINGH VIRDHI. 
YAN RAMACHANDRAN . 

Application for Patent No . 194 DEL 87 filed on 05 MAR 

1987, 
Application for patent No. 188 DEL 87 filed on 04 MAR 
1987. 

Appropriate offico for the opposition proceedings ( Rule 4 , 
Appropriate office for the opposition proceedings (Rulo 4 , Patents Rules , 1972 ) Patent Office Branch , New Delhi- 11000 $ . 
Patents Rules , 1972 ) Patent Office Branch , New Delhi-110005. 

( Claims 2 ) 
( Claims 9 ) 

An improved cupola which compriące pair of insulated 
A dotergent laundry composition in bar form based on 

wind boxes ( 1 ) and ( 5 ) the upper wind box ( 1 ) being con 
higher fatty alcohol sulfato detergent and having improved 

nocted to blower ( 10 ) for entry of thọ air , the said wind 
physical characteristics such as resistance to breakage on band 

box ( 1 ) and the lower wind box ( 5 ) being fixed to the 
ling , said composition comprises 10 to 35 % of higher fatty shaft of the cupola surrounding the furnace 
alcohol sulfato detergent such as heroin described ; 10 to 60 % 

above the stag 10 under ( 14 ) , the two wind boxes joined to 
of a builder such as herein described , a boxlying agent in the 

gether by a single narrow cylindrical air chamber ( 2 ) which 
range of 10 to 60 % of water insolublc powder such as here 

acts 49 air transfer cum distributor cum heat exchanger , 
iu dcecribed ; 1 to 10 % of higher fatty lower alkanolamide, 

keeping a suitable annular gap (4A ) between the cupola shell 
0 , 2 to 5 % of glycerol, with the ration of alkanolamide to gly 

and the narrow cylindrical air chamber ( 2 ) joining the two 
cerol being in the range of 1. 5 to 25 : 1 and 5 to 20 % of 

wind boxes ( 1 and 3 ) , a plurality of fins ( 3 ) welded over 
wutcr . 

the shell of the cupola in the annular gap (4A ) for uniform 

passago of air and to radiate heat, two sets of tuycres ( 4 and 
( Compl, Specn . 34 pages.) 

6 ) being provided to the wind box (5 ) , ono ( 3 ) above and 
the other (6 ) below the wind box ( 3 ) , tuyers ( 4 and 6 ) 
being connected to the cupola in such a manner that the cold 

air coming from the upper wind box ( 1 ) absorb the heat radi 
Ind. Cl. : 170 D . 

169886 

ated from the shell of the cupola before entering the cupola . 


Int. Cl. : C11D 1 / 02 , 9 / 06 & 9 / 32 . 

A BUILT SYNTHETIC ORGANIC DETERGENT COM 
POSITION AND PROCESS FOR MANUFACTURING THE 
SAME 

Applicant : GOLGATE -PALMOLIVE COMPANY, of 300 
Park Avenue, Now York , New York 10022, United States of 
America , a corporation organised under the laws of the State 
of Delaware , U . S . A . 

Inventors : PALLASSANA NARAYANAN RAMCHAN 
DRAN & PATRIZIA BARONE. 

Application for Patent No . 191 DEL 87 filed on 04 May 
1987. 


ht 


Appropriate Office for Opposition proceedings (Rulo 4 , 
Patento Rules , 1972 ) Patent Office Branch , Now Delhi- 110005 . 


( Claims 9 ) 


+ 


AN 


A built aynthetic organic detergent composition shaped in 
the form of a laundry bar which comprises 15 to 40 % of 
higher fatty alcohol ethoxylate sulfate such as herein defined , 
10 to 50 % of builder (& ) such as herein dofined , 5 - to 40 % 
of bonotonite, 5 to 20 % of water and the balance, if any , of 
conventional bodying agent ( s ) . 


- - 12 


SP 


. 


iTLUN 


1 


- - 


1 ) 


-- 


A process for manufacturing a dotergent composition in the 
form of a laundry bar which comprises mixing together 15 
to 40 % of higher fatty alcohol ethoxylato sulfate in aqueous 
solution or aquoous solution / dispersion , and 5 to 40 % of 
bentonite, to convert such solution or solution /dispersion to 
semi- solid or solid form , mixing such bentonite -higher fatty 
alcohol othoxylato sulfato -water mixture, in semi- solid or 
solld form , with 10 to 50 % of builder( s ) additional water 
for processing , if required , with an excess of water being 
present to compensate for water to be lost in subsequent 
processing so that the total amount of water remains from 
S to 20 % ; plodding the mixture , and extruding it in bar form , 


- 


16 
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169888 Inventors : ALWYN PINTO & JOHN BRIAN HANSEN 

JOHNSON , 
Int. Cl. : F24F 6 / 04 & 6 / 12 . 

Application for the Patont No. 566 /DEL / 87, filed on 3rd 
AIR COOLER 

July, 1987. 
Applicant & Inventor : GANGA SHARAN SHARMA, of Convention date March 2 , 1984 / 8505591, ( U .K . ) July 4 , 
271, Lakhanpur Cooperative Housing Colony, Lakhanpur, 1984 / 8417016 , ( U .K . ) July , 4 1984 / 8417917 & October 9 , 
Kanpur-- 208024 , India , an Indian citizen . 

1984 / 8425508 ( U .K .) . 
Application for Patent No . 242 DEL 87 filed on 20 MAR Appropriate Office for Oppostion proceedings ( Rule 4 , 
1987. 

Patent. Rules , 1972 ) Patent Office Branch , New Delhi- 110005. 


Appropriate Office for Opposition proceedingy ( Rule 4 , 
Patents Rules, 1972 ) Patent Office Branch , New Delhi- 110005. 


( Claims 7 ) 


( Claims 8 ) 
A process for the production of ammonia synthesis was 
comprising. 

( a ) Roacting a carbonaceous feedstock of the kind such as 
herein described with steam and an oxygen / nitrogen mixture 
using process conditions and reactant proportions such 28 
herein described so as to produce a crude gas containing 
hydrogen , carbon oxides , nitrogen and other medium boiling 
point gases selected from mcthanc and argon ; and in which 
the molar ratio of carbon monoxide plus hydrogen to nitro 
gen plus any other medium boiling point gas in the range 
1.25 to 2 .5 , and the nitrogen constitutes at least 90 % V / v 
of the total of nitrogen and other medium boiling point gas; 


An air coolor comprising an extornal chamber ( 1 ) having 
therein at least one porous water container ( 3 ) in spaced 
relation to inner surfaces of said external chamber ( 1 ) , said 
porous water container ( 3 ) having external wall surfaces 
thereof of the kind such as herein described which are subs 
tantially perincable to allow water to ooze out as water drop 
let , which remain on said external wall surfaces without 
trickling off, an air delivery means (4 ) for forcing external 
air into said external chamber ( 1 ) through a plurality of open 
ings ( 2 ) therein and over thọ wet external wall surfaces of 
said water container ( 3 ) whereby heat of the incoming air 
is given up to the water droplets on the external wall sur 
faces of the water container ( 3 ) and said air is cooled , an 
outlet (6 ) for said external chamber ( 1 ) conncctible to a 
room or enclosure to be cooled from which outlet (6 ) said 
cooled air exists the external chamber ( 1) , retaining means 
( 5 ) internally of said external chamber ( 1 ) for holding and 
enabling said at least onc porous water container ( 3 ) to present 
the maximum external wall surface of said porous water con 
tainer ( 3 ) to the air forced into said external chamber ( 1 ) 
and conduit means ( 10 , 8 ) for connecting said water con 
tainor to an external source for replenishing evaporated water. 


(b ) subjecting the crude gas to catalytic shift reaction with 
stoam to convert carbon monoxide substantially to carbon 
dioxide and bydrogen , thereby producing a raw gas ; 

( c ) subjecting the raw gas to a pressure swing absorption 
cycle to separato said raw gas into ; a product gas stroam 
comprising hydrogen and nitrogen ; And a waste gas stream 
comprising carbon dioxide , and medium boiling point gas in 
cluding some of the nitrogen ; and 


( d ) subjecting the product gas stream to methanation , the 
amount of nitrogen separated as part of said waste gas stream 
boing such that the hydrogen to nitrogen volume ratio of the 
produqt gast stream , integrated overall of the absorption 
cycle, and after said methanation step is the level required 
in tho product amponia gynthosis gas, 
( Complete Specification - 34 Pagos Drawing- Five sheets ) 
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169890 
Int. C1. : E03D 1 /08. 

SELF STARTING SYPHONIC SYSTEM FOR FLUSH 
ING WATER CLOSET URINAL 

Applicant : Inventor : KAILASH NARAYAN , VAKIL 
CIVIL LINES , BIJNOR (U . P .) INDIAN NATIONALITY . 

Application for the Patcat No. 2 / DEL / 88 filled on 4th 
January , 1988 . 

Appropriate Office for Opposition proceedings ( Rulo 4 , 
Patents Rules, 1972 ) Patent Office Branch , New Delhi- 110005 . 


( Complete Specification 13 pages 


Drawing sheet 1) . 


( Claims- 4 ) 


Ind Cl. : 39 a 

169889 
Int. Cl. : C01C 1/ 04 . 

A PROCESS FOR THE PRODUCTION OF AMMONIA 
SYNTHESIS GAS . 


A self starting syphonic system for flushing water closet 
urinal comprising a cistern ( 1 ) having a hole in the bottom ; 
discharge pipe ( 22 ) fitted into the cistem ( 1 ) through the 
said hole with gaskets ( 4 , 5, 6 , ) ; a strainer ( 7 ) covering an 
opening (21) in the table (8 ) on which a chamber ( 2 ) is 
ſitted ; a stand -pipe ( 3 ) inside the said chamber ; having a 
float ( 9 ) capable of up and down movement long said stand 
pipo ( 3 ) ; a catch -an -escapo mechanism ( 13, 14 ) opcratablo 


Applicant : IMPERIAL CHEMICAL INDUSTRIES PLC ., 
A BRITISH COMPANY OF IMPERIAL CHEMICAL 
HOUSE , MILLBANK LONDON SWIP 3JF , ENGLAND . 
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by the alternate application and release of weight on the 
sent ( 24 und / or arm of projection ( 32 ) to release the 
float ( 9 ) normally caught and kept in position over sald table 
( 8 ) by the catch -pipe ( 13 ). 


15 Claime 
Improved gear reduction assembly for quartz analog watch 
having an energy coll , a levet stopping motor , a timo ceping 
circuit connected to said energy cell and supplying driving 
pulser to said stepping motor, a framo, and a bridge spaced 
from said frame for rotatably suporting gear wheel assemblies 
therebetween , comprising : 


a rotor for said stepping motor comprising pormanent mag 
net, pinion and spindle , sald steppingmotor spindle being 
rotatably mounted on said frame, 

à stator for said stepping motor comprising magnetically 
permeable plate means aligned with said roLOI permanent 
magnet and defining a circumferential gap with said rotor 
for passage of magnetic flux between said stator and sald 
rotor , 


an intermediate wheel assembly comprising gear , pinion and 
spindle having an axis of rotation , at least said spindlo being 
comprised of non -magnetic material, said gear of said inter 
mediato wheel assembly engagod with the piplon of said rotor, 
and non -magnetic bearing mcane rotatably mounting said 
spindle such that its axis extends through said circumferential 
gap . 


I 


2 


1 


11 


Compl. Specd. 26 pages. 
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Fig . 1 


(Complete Specification - 13 Pages 


Drawing-3 shoots) 


Cl. 1520 

169892 
Int. a . C040 7 /00 . 

FLUID LOSS ADDITIVES FOR PREVENTIG FLUID 
LOSS IN CEMENT SLURRIES . 

Applicant : PHILLIPS PETROLEUM COMPANY , BAR 
TLESVILLE , STATE OF OKLAHOMA , U . S .A . 

Laventor : MICHAEL STEPHENS. 
Application No. 185 / Cal / 1988 filled March 2 , 1988. 

Appropriate Office for Opposition proceedings (Rule 4 , 
Patents Rules 1972 ). Patent Office , Calcutta . 


169891 


Cl. 44 
Int. Cl. G040 3 / 00 . 

IMPROVED GEAR REDUCTION 
QUARTZ ANALOG WATCHES . 


ASSEMBLY FOR 


Applicant : TIMEX CORPORATION , WATERBURY . 
CONNECTICUT 06720, U . S . A . 

Inventor : HERBERT SCHWARTZ . 
Aplication No . 183 / Cal / 1988 filed March 2,, 1988 

Appripriate Office for Opposition procoedings (Rulo 4 , 
Patents Rules 1972 ) Patent Office , Calcutta . 


8 Claims 
A fuid lose additive for preventing fluid loss ip cemont 
slurries comprising; 

(a ) from 29 to 95 ,0 weight percent of water ; 

(b ) from 0 .1 to 70 weight percent of a tetrapolymer, 
whordlo aid tetrapolymer 18 composed of 

(i) from 1 to 60 weight percent of N -vinyl-2 -pyrrolidone; 

( ii ) from 1 to 60 weight percent of at least one monomor 
which is acrylamide or mathacrylamide; 
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(fi ) from 10 to 90 weight percent at least one monomer based on the weight of the said scrap PET material of an 
which is sodium 2 -acrylamido - 2 -methylpropano sulfonato Or cthylene copolymer defined by the Formula £ / X / Y , where 
2 -acrylamido -2 -methylpropane sulfonic acid , and 

in 
( Iv ) from 1 to 60 weight percent of at least one monomer Els ethylene radical and comprises 40 - - 99 . 5 weight 
which is acrylic acid or sodium acrylate ; 

percent of tho ethylene copolymer ; 
(c ) from 0. 1 to 37. 2 weight percent of an electrolyte such X is the radical formed from 
as herein described ; 

( d ) from 0 . 1 to 3 weight percent of a base such as herein 
described , and 

( c ) from 0 .1 to 40 weight percent of at least one surfactant 
such as hercin described . 
Compl. Specn . 22 pages. 

Drgs, NL 


CH2 


+ 


C 


- 


C - O - Ry 


C1. 35- E 

169893 
Int. C1. C046 35 /00 . 

A FABRICATED THERMALLY INSULATED STRUC 
TURE , AND METHOD OF MAKING SAME . 

Aonlicant : MANVIT LE SALĘS CORPORATION . KEN 
CARYL RANCH , JEFFERSON COUNTRY , COLORADO , 
U . S . A . 
Inventory : ( 1 ) WENDELL GRAYDON EKDAHI. 

( 2 ) ASIT RANJAN CHADHURI 

( 3 ) WILLIAM CLYDE MILLER 
Application No. 194 /Cal / 1988 filled March 7, 1988 . 
Patent of addition to No. 290 /Cal / 84 dt. May 1, 1984 

Approntiate Office for Onnosition proceedings (Rule 4 , 
Patonts Rule 1972 ) Patent Office , Calcutta . 


wherein 

Ry is an alkyl group with 1 - 8 carbon atoms; 
R , is hydrogen, methyl, or ethyl; and 

X comprises 0 - 40 weight porcent ofthe ethylene copolymer ; 
and 

Y is an opoxy group -containing copolymerizable mono 
mer selected from the class consisting of epoxy esters of 
copolymerizable unsaturated organic acids, epoxy 
cthors having a copolymerizable vinyl or alkyl group, and 
monopoxy-substituted diolefins of 4 or 12 carbon atoms, 
and comprises 0 . 5 — 20 weight percent of the othylene copo 
lymer , said composition optionally including : 


(1) up to 1 % based on the weight of said scrap PET 

of conventional additives; and /or 
( il ) upto 25 % based on the weight of the total poly 

mer of a conventional toughening polymer . 
Compl. Sptcn. 13 pages. 

Drg. Nii 


2 Claims 
A fabricated thermally insulated structuro comprising a 
high temperaturo refractory ingulating glass fibre exhibiting 
shrinkage of 5 % or legg when subiected tr temperatures of 
2600°F for four hours , said fiber having a composition consis 
ting of , in percent by weight : 
sloz 

41 -56 % 
Al2 03 

27- 42 % 
10 % to 33 % 


Zor2 


Compl. Specn. 16 pages. 


Drgs, 1 wheets . 


CI. 40- H 

169895 
Int. A1. B01j 19 /00. 

APPARATUS FOR THE PREPARATION OF CONCRETE 
AND SYNTHETIC SILICA MEX . 

Applicant : DEGUSSA AKTIENGESELLSCHAFT, 6000 
FRANKFURT AM MAIN , WEISSFRAUENSTRASSE 9 , 
F .R . GERMANY. 

Inventorn : ( 1) THOMAS DEUSE (2 ) EDGAR SIMON . 
Application No. 216 /Cal / 1988 filed March 14 , 1988 . 
Appropriate Office for opposition proceedings (Rule 4 , 
Patento Rule 1972 ) Patent Office, Calcutta . 


CL . : 32- E . 

169894 
Int. a . : C08g 63 / 18 . 

POLYETHYLENE TEREPHTHALATE SCRAP MATE 
RTAL COMPOSITION CAPABLE OF BEING RECY 
CLED . 


Applicant : £ . I. DU PONT DE NEMOURS AND COM 
PANY . WILMINGTON , DELAWARE , U . S . A . 


Inventory : ( 11 VINODKUMAR MEHRA , ( 2 ) PALLA 
THERI MANACKAL SUBRAMANIAN . 


ding us charactericontinuouslynthetic 


Application No . 215 / Cal / 1988 filed March 14 , 1988. 


1 Claim 
An apparatus for the preparation of concrete and synthetic 
silica mix , in which the synthetic silica is continuously dosed 
by compressed gas , the apparatus characterised in that a com 
pregged gas main line extending into at least two brunch linos 
and then folning again to form and main line, a shut off 
flap and a non return flap provided in the branch lines in the 
direction of flow of the compressed gas, the branch lines 
being connected through a shut- off flap on the one hand to 
a storage silo for said material and on the other hand, to a 
vent pipe so as to interrupt the supply of corinzessed gas 
in the branch lines and introduce the material into the 
branch lino being transported by the compressed gas. 


Apprcnriate Office for Opponition proceedings ( Rule 1 
Patents Rule 1972 ) Patent Once , Calcutta . 


14 Claims 


Kecyclable and molt procossable polyethylene terephthalate 
scrap material composition possessing melt stability com 
prising scrap PET coated with conventional chlorine con 
taining polymor thoroon and having 5 to 23 % by welght 


( Compl. Speçn . 13 pagou . 


Drgs . 3 sheets ) 
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CI. 107 -H 


169896 


Int. Cl. F02m 31 /08 

LOW PRESSURE INJECTION SYSTEM FOR INJECT 
ING FUEL DIRECTLY INTO CYLINDER OF GASOLINE 
ENGINE 


Applicant : ( 1 ) CHINESE PETROLEUM CO ., NO . 83 , 
SEC. 1 , CHUNG HUA ROAD, TAIPEI, TAIWAN . 
REPUBLIC OF CHINA . 


( 2 ) INDUSTRIAL TECHNOLOGY RESEARCH INSTI 
TUTE. NO. 195 . SEC. 4. CHUNG HSING ROAD, CHỮ 
TUNG, HSIN CHU HSIEN , TAIWAN REPUBLIC OF 
CHINA. 


Inventorg : ( 1) HUEI-HUAY HUANG 
PENG 


(2 ) 


YU -YIN 


N 


20 


Application No. 220 / Cal / 1988 filed March 14 , 1988 . 


520 


Appropriate Office for opposition proceedingo 
Patents Rule 1972 ) Patent Office , Calcutta . 


( Rulo 4, 


3 Clalm . 


A low proyguro injection system for injecting fuel directly 
into the cylinder of a gasoline engine, especially a two-stroko 
one, which comprises mainly a solenold -operated fuel injector, 
a low prosgure fucl pump , and a prossuro rogulator which 
maintains fucl presure at fixed level eg . 3 Kg / cm "; said 
fuel injector being mounted on the cylinder wall far apart 
from tho cylinder head so as to inject tho atomized fuel to 
be mixed up with air inside the cylinder ; said fuel injector 
comprising a coil , an armature , a valvo need to and a valvo 
body, gaid valve needle having a round stom furnishod with 
several spiral grooves on its outer circumforonce and the area 
of tho outlet orifice in front of sald valve body is larger 
than total cross -sectional area of the said spiral groove to 
that said spiral grooves servo not only for promoting the fuel 
atomization but also for fuel potering . 


(Compl. Spoco . 17 page.. 


Drga 3 shcota ) 


a . 190-A , B , C 

169877 
Int. al. : F01d 15 /00, FOIK 3 /00, 

F01k 19 /00, F01k 25/ 00 . 
COMBINED GAS AND STEAM TURBINE POWER 
PLANT. 

Applicant : SIEMENS AKTIENGESELLSCHAFT , WIT 
TELSBACHERPLATZ 2, D -8000 , MUNCHEN 2 , WEST 
GERMANY 

Inventor : JUERGEN KARG . 
Application No. 222 /Cal / 1988 filed March 16 , 1988. 
Appropriate Office for opposition proccodingo ( Rulo 4 , 
Patents Rule 1972 ) Patent Office, Calcutta . 


4 


11 


4 Claims 
A combined gas and steam turbine power plant comprising 
a coal gasifler connectod upstream of the power plant and 
a gas -cooling and gas-cleaning plant connected downstream of 
the coal gasifier, said gas-cooling and gag- cleaning plant being 
connected by 4 clean gag line to a combustion chamber of 
the gas turbine wherein there is provided 

a separate line which connects the g28 -cooling and gas 
cleaning plants to the coal gasifier in order to recyclo the 
tar fraction , obtained during gas -cooling and gas-cleaning, 
into the coal gasifter for the purpose of boing cracked , gasl 
fied and partially burnt therein ; and 
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a fuel line coniccted between combustion chamber and 
the gas-cooling and gas -cleaning plant for feeding into the 
combustion chamber additional fuel in the form of naptha 
und oll fructions produced during gas -cooling. 


means for developing a control signal as a function of said 
first sum , said control signal acting in a manger such tặat, 
as said change of temperature rate decreasing during an over 
shoot condition , said control signal increases in magnitudo 
thereby varying inversely with said operating temperature 


L 


1 


means for generating a demand signal using at least said 
control signal and said change of temperature rate which has 
been fed forward from said determining means, said demand 
signal representing a summation of at least said chango of 
temperature rate and said control signal which increases us 
said change of temperature rate decreases during such over 
shoot condition , and 

mcans for comparing said demand signal to a waveform of a 
predetermined shape and outputting a variablo frequency 
pulsc in relation to such comparison . 


. 


* * 


1 


.40 
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(Compl. Specn. 20 pages. 


Drgs, 2 sheets.) 


(Compl. Speen . 9 pages. 


Drgs. 1 sheets ) 


169899 


Cl. 71-P 
Int. Cl. F16b 13 /44 . 

DRIVE CONTROL SYSTEM 
MACHINE 


FOR HYDRAULIC 


Cl. 68EE1 

169898 
Int. CI. : G12b 7 /00, Gold 5 / 56 . 

TEMPERATURE CONTROL ARRANGEMENT FOR AN 
EXTRUDING PROCESS . 

Applicant : WESTINGHOUSE ELECTRIC CORPORA 
TION , WESTINGHOUSE BUILDING , GATEWAY CEN 
TER , PITTSBURGH , PENNSYLVANIA 15222 , U . S . A . 

Inventors : ( 1 ) WILLIAM JOSEPH SMITH , ( 2 ) JIN 
TAKAYAMA , ( 3 ) FRANK JULIUS VARISCO , (4 ) JĖF 
FERY JOHN WILLIAMS. 

Application No . 223 / Cal/ 1988 filed March 17 , 1988. 

Appropriate Office for opposition proceedings (Rule 4 , 
Patents Rulo 1972 ) Patent Office , Calcutta . 


Applicant : HITACHI CONSTRUCTION MACHINERY 
CO . LTD ., 6 -2 , OTEMACHI 2 -CHOME, CHIYODA -KU , 
TOKYO , JAPAN . 

Inventors : ( 1) TOICHI HIRATA . ( 2) MASAKAZU , 
HAGA , ( 3 ) ICHIRO HIRAMI, ( 4 ) KUNIAKI YOSHIDA . 

Application No. 251 / Cal / 1988 filled March 28 , 1988 . 
Appropriate Office for opposition proceedings (Rulo 4 , 
Patents Rule 1972 ) Patent Office Calcutta . 


23 Claims 


10 Claims 
A temperature control apparatus for use with a surface 
coating system , comprising : 


mcans for extruding a coating material onto said surface. 
said coating material being dispersed onto said surface to a 
thickness determined as a function of the operating tempera 
turc of said extruding mcats; 

means for determining a rate of change of said operating 
temperature ; 

means for comparing said operating temperature to a set 
point temperature and outputting a differenco signal repre 
senting the differenco therebetween; 

means for summing said differenco signal and said change 
of temperaturo rato such that a first sum results therefrom : 


A drive control system for a hydraulic machine, including 
an clectric lever device equipped with a manipulation lever 
and a first output means for genorating an electrical mani 
pulation signal corresponding to the degree of each manipula 
tion of the lever , a control valve connected to a hydraulic 
circuit adapted to actuatc hydraulic actuator , and a control. 
means equipped with 4 main controller for receiving the 
manipulation signal and computing a control signal for the 
control valve on thọ basis of the manipulation signal and a 
second output means for gencrating an electrical actuation 
signal corresponding to the control signal , characterized in 
that said wystem additionally comprised a Deutral position 
Sensing means provided with the electric lever device for 
sensing a neutral position of tho manipulation lever and an 
inhibition mcons which receivcs an output signul from the 
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neutral position sensing means and when tho manipulation CLAIM UNDER SECTION 20 ( 1) OF THE PATENTS 
lover is at the neutral position , inhibits the transmission 

ACT , 1970 
of a hydraulic or electric signal between the main controller 
of tho control means and the control valve . 

The claim made by THYSSEN STAHI, AKTIENGESELL 
SCHAFT , under Section 20 ( 1 ) of the Patents Act , 1970 to 

proceed as an Joint Applicant in respect of accepted Com 
FIG II 24 

lete Specification No. 169621 ( Patent Application No. 15 , 

MAS / 87 ) has bcon ollowed . 
JA , 
- DIA DA 7A BA zzi 1284 23A 77A 

PATENT SEALED 
220 126079 279 , 2E 

161394 168018 168019 168022 168101 168102 168108 
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128 - 190 
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(Compl. Speen . 78 pages. 


Drgs. 13 sheets.) 


Cl. : 58A , B 

169900 
Int. Cl : E06b 5 / 00 , E06b 5 / 16 , E066 7 /00 . 

A FIRE -BARRIER DOOR . 

Applicant & Inventor : THEO SCHRODERS, GERHARD 
WELTER -Str . 7 , 5140 ERKELENZ, WEST GERMANY . 

Application No. 256 / Cal / 1988 filed March 28 , 1988. 

Appropriate Office for opposition proceedings (Rulc 4 , 
Patents Rule 1972 ) Patent Office, Calcutta 


RENEWAL FEES PAID 
149859 150592 150598 151254 151300 151900 152071 
152261 152279 152514 152515 152786 152871 153277 
153278 153315 153490 153536 154454 154484 154485 
154585 155114 155115 155435 155438 155700 156150 
156251 156465 156648 156691 156914 156936 156950 
157017 157408 157758 157839 158200 158919 159383 
159670 160079 160324 161119 161305 161515 161518 
161840 161914 162153 162166 162196 162197 162582 
162670 162704 162752 162800 163026 163079 163332 
163410 163482 163660 163664 164076 164135 164168 
164648 164690 164884 165531 165589 165827 166034 
166462 166534 166537 166714 166879 167563 167926 
167927 167941 167943 167946 167948 . 


10 Çluims 


PATENTS CEASED 


A fire -barrier door having u door leaf consisting of sheet 
metal panels which are connected together to form a flat box , 
whercin a stiffening frame composed of fllets and an insulating 
materjal ingcrt are arranged , tho fillets being at least partially 
covered with sheet-metal strips which , in tho same way as the 
fillets , are aligned perpendicularly to tho plane of the door 
Jeaf , characterised in that each shcet-metal strip is angled 
at least twice and in each case Covors, at least partially , 
three sido surfaces a fillet consisting of a material which 
contains an evaporable liquid . 


154203 154204 154206 154207 154212 154214 154217 
154218 154220 154224 154227 154228 154231 154233 
154234 154242 154243 154244 154245 154247 154248 
154249 154251 154254 154257 154262 154264 154265 
154266 154268 154270 154272 154273 154274 154275 
154277 154279 154281 154283 154286 154289 154290 
154292 154293 154294 154298 154302 154304 154309 
154310 154311 154313 154314 154319 154321. 


RESTORATION PROCEEDINGS 


(Compi. Specn . 11 pages. 


Drgs. 1 sheet ) 


Notice is hereby given that an application was made 
under Section 60 of the Patents Act, 1970 for the restora 
tion of Patent No. 151489 granted to $ nam Abrasives Pvt . 
Ltd ., for an invention relating to " a process for tho manufac 
ture of silicon carbice and a furnace for carrying out the 
suid process." 


OPPOSITION PROCEEDINGS 


An Opposition has been entered by M / s. Bajaj Auto Limi 
ted to grant of a patent on aplication No. 168705 ( 7 ) 
DEL / 87 dated 5th January , 1987 made by Piaggio & CSPA . 


The Patent ceased on the 11th January 91 due to non 
payment of renewal fees within the prescribed time and the 
cessation of the patent was notified in the Gazette of India , 
Part IIL, Section 2 duted the 28th December 1991 . 

Any interested person may give notice of opposition to 
the restoration by leaving a notice on Form 32 in duplicate , 
with the Controller of Patents , The Patent Office , Nizami 
Paluce , 2nd M . S . O . Building, 5th , 6th and 7th floor , 234 / 4 , 
Acharya Jagadish Chandra Bose Road , Calcutta 700 020 01 
or before the 4th March 1992 under Rule 69 of the Patents 
Rules 1972 . A written statement, in triplicate . setting out 
the nature of the opposents interest, the facts upon which 
he bases his case and the relief he seeks , shall be filed with 
the notice or within one month from the date of the notice . 


OPPOSITION PROCEEDINGS 


An Opposition has been entered by India Nippon Electric 
cals Limited to grant of a patent on application No. 168705 
( 7 /DEL / 87 ) dated 5th January , 1987 made by M / s . Piuggio 

CS P A 
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REGISTRATION OF ASSIGNMENTS , LICENCES, ETC . 

(DESIGN ) 


Assignments, licences or other transaction affecting the 
interest of the original proprietors have been rogistered in 
tho following cases. The number of each case is followed 
by the names of the applicants for registration , 

Nos . 150811. 150828 , 151231 , 151232 , 151514 , 153595, 
153596 , 157944 to 157948- Licence : Ashok Stove Pvt. LŲ . 
of 666 , Madbavrai Gully , M . J. Market, Bombay - 400002, 
Maharashtra , India . 


REGISTRATION OF DESIGNS 
The following design have been registered . They are not 
open to inspection for a period of two years from tho date 
of registration except as provided for in Section 50 of the 
Designs Act, 1911. 

The date shown in the each ontries is tbe date of the 
registration of the design included in the entry . 
Class 1. No . 163281. Victor Products , of Ram Baug, 

S . V . Road , Malad ( W ) , Bombay -400 064, Maha 
rashtra , India , Indian Partnership firm . " Hinges" . 

4th June, 1991. 
Class 1. No. 163364 , Jay Mohun Gupta sole proprietor, 

Wintone Electronika, a solc -Proprietorship firm , 
WZ - 170 - B , Khampur, West Patel Nagar, New 
Delhi- 110008 , Union Territory of Delhi. Indian 
National, India of the abovo address. “ Stereo 

Deck " . 28th June , 1991 . 
Class 1. No. 163511 . Bala Kishan Javar, Gunduvari Street, 

Rajahmundry , Andhra Pradesh ( India ) an Indian . 

" Singasan " . 12th August , 1991. 
Class 1. No . 163626 . Jamilur Rehman of address , Proprietor 

of M . S . Metal Works , ap Indian Proprietory 

conccrp , 6889 / 4 -6891, Gali Main Sahibwali, Beri 
Wala Bagh , Pul Bagh , Delhi- 110006 , India , an 

Indian National of abovo addresy. " Button " . 27th 

September, 1991. 
Class 1 . No . 163648 . Vinayak Joglekur, 63 / 3 , Swapna 

Kekha , Karve Road , Pune-411 004 , Maharashtra 
State , India , A Subject of the Republic of India . 

" Tuva " . 7th October, lyul. 
Class 3 . No . 163252. Wimco Pen Company, 11, Mehta 

Industrial Estato , 1st floor, I. B . Patel Road , 
Goregaon ( East ) , Bombay-63, Maharashtra, India , 
an Indian Partnership fim . " Water Botte " , 
16th May, 1991. 


Class 3 . No. 163277. Vineet Prakash Jain , 18 , Now Mohan 

Puri, Meerut-250002 ( U . P . ) , Todia , an Indian 
National of above address . "Nipple " . 30th May , 

1991. 
Class 3 . No . 163308. Axis Appliances, Sector -4 , Kasauli 

Road , Parwanoo , Himachal Pradesh , India , an 
Indian Partnership Concern , " Vacuum Cleaner " . 

12th June, 1991. 
Class 3 . No . 163391. Nalin Kantilal Shah and 

Vijay Kantilal Shah trading under the name and 
Style of Intouch Plastics, a partnership frm 
registered under the Indian partnership Act, having 
office at 20 , Nand Deep Industrial Estate , Kondi 
vita Lane, Off Andberi-Kurla , Andheri (East ) , 
Bombay-400 059, in the State of Maharashtra , 
within the Union of India , who are Indiana by 

Nationality . " Protractor ". 10th July , 1991, 
Class 3 , Nos . 163392 163393. Nalin Kuntilal Shah , and 

Vijay Kantilal Shah trading under the name and 
Style of Intouch Plastics , a partnership fim 
registered under the Indian partnership Act, having 
office at 20 , Nand Deep Industrial Estate , Kondi. 
vita Lune, Off Andberi-Kurla , Andheri (East ) , 
Bombay - 400 059, in tho State of Maharashtra , 
within the Union of India , who aro Indians by 

Nationality. “ Angle" , 10th July , 1991. 
Class 3. No. 163528 . Amar Nath Bansal and Krishan Prasad 

Aggarwal, Indian Nationals, trading as : Maha 
laxmi Toys , 30 / 44 , Gali No. 9 , Vishwas Nagar, 
Shahdara , Delhi-110032 , India . “ Toy Gun " , 

20th August, 1991 . 
Class 3 . No . 163600 . Marco Structural Foam Private 

Limited ( Registered under the Jadian Companies 
Act. 1956 ) , having their Registered Office at 
36 - B , Raghava Ratna Towers , Chiragali Lane , 
Hydcrabad - 500 001, A . P ., India , Indians . " Refri 

Berator Stand" . 17th September, 1991. 
Class 3 . No. 163620 . Anil Malhotra , son of late Prithvi Raj 

Malhotra , of 2 / 56 , Roop Nagar , Delhi- 110007 , 
Union Territory of Delhi, Indian National, India 
of the above address. "Hand Welding Shield ” . 
2611 September , 1991. 


Copyright - Nil. 


R . A . ACHARYA 
Controller General of Patents, Designs 

and Trade Marks 
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